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ETR Series
Portable Safety Transformers
Ortsveränderliche Trenntransformatoren

Features
• Special made to order transformers.

• Single Phase

• Shortest delivery time possible.

• Designed to permit individual

 customer specifi cations.

• Available from 100 to 4000 VA.

• Interchangable power supply cord *

 available on request.

• up to 1200 VA primary fused with

 5x20mm glass body fuse, Neozed fuse

 on versions with more than 1200 VA.

• Imbedded in cast resin.

• Dust Protected and Protected Against

 Splashing Water

• Insulation class ta 40 °C/E.

• Safety class II, IP 65 (Outlet IPX4 shown).

 Key VA A B C Copper (kg) Total (kg)

 0100 100* 140 110 100 0,45 3,20

 0160 160* 140 110 100 0,80 4,20

 0250 250* 155 127 110 1,10 7,00

 0400 400* 165 135 127 2,00 10,00

 0500 500* 165 135 127 2,80 11,00

 0630 630* 185 160 130 3,50 12,50

 1000 1000* 300 150 180 5,00 21,00

 1200 1200 300 150 180 6,00 22,00

 1600 1600 315 175 200 7,50 26,50

 2000 2000 315 175 200 9,30 33,00

 2500 2500 375 160 250 10,00 38,00

 3000 3000 375 160 250 11,10 42,00

 3500 3500 390 240 195 12,00 50,00

 4000 4000 390 240 195 13,00 56,00

ETR

Series

     Primary / Eingang:

230 Input 230V AC

115 Input 115V AC

Further input voltages

available on request.

Weitere Eingangsspan-

nungen auf Anfrage.

    Options / Optionen:

Ordering Guide
Bestellhilfe

Key (VA) Primary

Key (VA)

Sample key codes 

below. Further

Versions available.

Beispiel-Key-Codes 

unten. Weitere

Versionen sind

lieferbar.

     Secondary / Ausgang:

115 Output 115V AC

230 Output 230V AC

Further output voltages

available on request.

Weitere Ausgangsspan-

nungen auf Anfrage.

Secondary Options

* Damaged power supply cord is not interchangeable; the transformer is NOT allowed to further use if supplied with build-in power supply cord.

 
 B00 Input:

  Cord Length 2.0m,

  SCHUKO Plug

  Output:

  (1) Wet Location

  U.S.A. Socket,

  NEMA 5-15R

 C00 Input:

  Cord Length 2.0m,

  Plug NEMA 5-15P

  Output:

  (1) SCHUKO IPX4

  16A/250V Socket

  with self-cosing Lid

Options are Examples

See options table for 

further confi gurations,

or specify confi guration

exactly for your individ-

ual application.

Rear

View

ETR1000 120 240 C05

Power Cord

1.8m, with 

Plug No. 113

NEMA 5-15P

SCHUKO

Socket IPX4

16A/250V


