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° Double Row Terminal Blocks

General Information:
Double Row Terminal Blocks are available in four basic line to line molding sizes. Some are available in either open or

closed
back designs. The basic material is phenolic, however thermoplastic is also available on certain sizes. Modifications are also
provided on most terminal blocks, including marking strips.

Ratings and Standards:

The voltage ratings of terminal blocks are based upon the minimum spacing between electrically conductive parts line to line
through air and over surface and line to ground through air and over surface.

Class A

Service equipment including deadfront switchboards, panel boards, and service entrance devices.

Class B

Commercial appliances including business equipment, electronic data processing equipment and the like.
Class C

General industrial and machine tool controls which can be further defined as equipment falling under UL 508.

Ratings based on UL 1059 may be higher in some cases depending on application.
Spacing Requirements *:

Voltage Thru Air Over Surface
51-150 .500 .750
Class A 151-300 .750 1.250
301-600 1.000 2.000
51-150 .063 .063
Class B 151-300 .094 .094
301-600 .375 .500
51-150 125 .250
Class C 151-300 .250 375
301-600 .375 .500
*In Inches
Reference Chart:
Catalog Base Max Wire Screw Inches # of
Series Page Amps Volts Material Size for Screw Size LtolL Lines Features
100/670A 02 20 150 Phenolic #12 6-32 .375 1-36 Closed Back
200/671 03 20 300 Phenolic #12 6-32 437 1-30 Closed Back
200 HB 04 20 600 Phenolic #12 6-32 437 130 | HighBarrier
Closed Back
300/672 05 30 600 Phenolic #10 8-32 .562 1-24 Closed Back
400 06 30 600 Phenolic #10 10-32 .687 1-12 Closed Back
410 o7 5 *300 Phenolic #18 2-56 .250 1-23 Open Back
600 08 15 300 Phenolic #12 5-40 .375 1-22 Open Back
600A 09 15 300 Phenolic #12 6-32 .375 1-22 Open Back
601 10 20 300 Phenolic #12 6-32 437 1-23 Open Back
602 11 30 300 Phenolic #12 8-32 .562 1-26 Open Back
603 12 50 600 Phenolic #10 10-32 .687 1-12 Open Back
604 13 70 600 Phenolic #4 12-32 .875 1-8 Open Back
605 14 90 600 Phenolic #2 1/4-28 1.125 1-6 Open Back
621 RZ 15 20 600 | Thermoplastic #12 6-32 437 130 | HighBarrier
Closed Back
670A RZ 16 20 *300 Thermoplastic #12 6-32 .375 2-30 Closed Back
671 RZ 17 20 *300 Thermoplastic #12 6-32 437 1-30 Closed Back
672 RZ 18 30 600 Thermoplastic #10 8-32 .562 1-24 Closed Back
All voltage ratings based on Class C requirements unless noted.
Open back terminal blocks require an insulator strip to achieve voltage rating.
*Based on Class B requirements.
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Double Row Terminal Blocks

100 Series
Kulka® 670A GP Series

150 Volts

Specifications:

+ Base, General Purpose Phenolic, 150° C
+ Closed Back Design

+ Screws, #6-32 Binder Head, Phil-Slot

+  Terminals, Plated Brass

+ 1-36 Poles

+ 3/8” Centers

+  Wire Range With Wire Binding Screw #12-#22 AWG — 20 Amps

+  Wire Range With Sems Pressure Screw #18-#22 AWG Stranded Copper Wire Only, 150 Volts 15 Amps
+ The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
+ UL Recognized File No. E62806

+ CSA Certified File No. LR19766

- C€
MSP Kulka® Dimensions MSP Kulka® Dimensions
Catalog #| Catalog # # of poles A B Catalog #| Catalog # # of poles A B
101 670A GP 01 1 1.03 0.75 119 | 670AGP 19 19 7.78 7.50
102 670A GP 02 2 1.41 1.13 120 670A GP 20 20 8.16 7.88
103 | 670A GP 03 3 1.78 1.50 121 670A GP 21 21 8.53 8.25
104 | 670A GP 04 4 2.16 1.88 122 | 670A GP 22 22 8.91 8.63
105 | 670A GP 05 5 2.53 2.25 123 | 670A GP 23 23 9.28 9.00
106 | 670A GP 06 6 2.91 2.63 124 | 670A GP 24 24 9.66 9.38
107 | 670A GP 07 7 3.28 3.00 125 | 670A GP 25 25 10.03 9.75
108 | 670A GP 08 8 3.66 3.38 126 | 670A GP 26 26 10.41 10.13
109 670A GP 09 9 4.03 3.75 127 670A GP 27 27 10.78 10.50
110 | 670AGP 10 10 4.41 413 128 | 670A GP 28 28 11.16 10.88
111 670A GP 11 11 478 4.50 129 | 670A GP 29 29 11.53 11.25
12 670A GP 12 12 5.16 4.88 130 670A GP 30 30 11.91 11.63
113 | 670AGP 13 13 5.53 5.25 131 670A GP 31 31 12.28 12.00
114 670A GP 14 14 5.91 5.63 132 670A GP 32 32 12.66 12.38
115 | 670AGP 15 15 6.28 6.00 133 | 670A GP 33 33 13.03 12.75
116 | 670ARZ 16 16 6.66 6.38 134 | 670AGP 34 34 13.41 13.13
117 | 670ARZ 17 17 7.03 6.75 135 | 670AGP 35 35 13.78 13.50
118 | 670ARZ 18 18 7.41 7.13 136 | 670A GP 36 36 14.16 13.88
Top Mounted Hardware is .187” Wide MM=Dim X 25.4

Hardware Options: (Hardware options may affect ratings - consult factory)

MSsP KULKA A T 1?41 3
(F1) KT 19 = Full Quick Connect (0° flat) See 9560 03 i
(F2) KT 20 = Full Quick Connect (45° Bend) See 9560 03 "B 363 — =22
(F3) KT 21 = Full Quick Connect (90° Bend) See 9560 03 o .30
(S) ST = Full Solder See 9560 04 t7.ed
(LL100) J600 = Line to Line Jumper See 9560 06 0 s & L_ 4{
(S) 600RJ = Multiple Position Jumper See 9560 06 % g 2% E 222
(HS)  3/4ST = Half Solder See 9560 04 s =i S
(HF1) KT 25 = Half Quick Connect (0° Flat) See 9560 03 = L» e
(HF2) KT 26 = Half Quick Connect (45° Bend) See 9560 03
(HF3) KT 27 = Half Quick Connect (90° Bend) See 9560 03 “[’if]
(SP) 3865 = Sems Pressure Saddle Screw See 9560 06
(L) Y = Feed Thru Solder (.312) #6-32 X .25 [6.4]
BD HD SCREW
LWW = Feed Thru Wire Wrap (.593)
YSY = Feed Thru Solder (.500)
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° Double Row Terminal Blocks

200 Series
Kulka® 671 GP Series

300 Volts

Specifications:

+ Base, General Purpose Phenolic, 150° C
+ Closed Back Design

+ Screws, #6-32 Binder Head, Phil-Slot

+ Terminals, Plated Brass

+ 1-30 Poles

+ 7/16” Centers

+  Wire Range With Wire Binding Screw #12-#22 AWG — 20 Amps

+ Wire Range With Sems Pressure Screw #12-#22 AWG Stranded Copper Wire Only, 20 Amps

+ Will Accommodate Lugs For Wire Sizes #10-#16 AWG — 30 Amps

+ The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
+ UL Recognized File No. E62806

+ CSA Certified File No. LR19766

. C€

MSP Kulka® Dimensions MSP Kulka® Dimensions

Catalog # Catalog # # of poles A B Catalog #| Catalog # # of poles A B
201 671 GP 01 1 1.19 0.88 216 671 GP 16 16 7.75 7.44
202 671 GP 02 2 1.62 1.31 217 671 GP 17 17 8.19 7.88
203 671 GP 03 3 2.06 1.75 218 671 GP 18 18 8.62 8.31
204 671 GP 04 4 2.50 2.19 219 671 GP 19 19 9.06 8.75
205 671 GP 05 5 2.94 263 220 671 GP 20 20 9.50 9.19
206 671 GP 06 6 3.37 3.06 221 671 GP 21 21 9.94 9.63
207 671 GP 07 7 3.81 3.50 222 671 GP 22 22 10.37 10.06
208 671 GP 08 8 4.25 3.94 223 671 GP 23 23 10.81 10.50
209 671 GP 09 9 4.69 4.38 224 671 GP 24 24 11.25 10.94
210 671 GP 10 10 5.12 4.81 225 671 GP 25 25 11.69 11.38
211 671 GP 11 11 5.56 5.25 226 671 GP 26 26 12.12 11.81
212 671 GP 12 12 6.00 5.69 227 671 GP 27 27 12.56 12.25
213 671 GP 13 13 6.44 6.13 228 671 GP 28 28 13.00 12.69
214 671 GP 14 14 6.87 6.56 229 671 GP 29 29 13.44 13.13
215 671 GP 15 15 7.31 7.00 230 671 GP 30 30 13.87 13.56

MM=Dim X 25.4

Hardware Options: (Hardware options may affect
ratings - consult factory)

MSP  KULKA A 2 y 25]
(F1) KT 37 = Full Quick Connect (0° flat) See 9560 03 '
(F2) KT 38 = Full Quick Connect (45° Bend) See 9560 03 16 B 53
(F3) KT 39 = Full Quick Connect (90° Bend) See 956003 L[~ 11 [13.51
(S) ST = Full Solder See 9560 04 1o 34 34
(LL200) J601 = Line to Line Jumper [s.61 N [8.71
(S) 601 RJ = Multiple Position Jumper See 9560 06
(HS) 3/4 ST = Half Solder See 9560 04 iy g @ Bl i 7‘*5—‘ 1 1‘ >
(HF1) KT 43 = Half Quick Connect (0° Flat) See 9560 03 & % g & 1911 [28.51]
(HF2) KT 44 = Half Quick Connect (45° Bend) See 9560 03 COUUTD AW { T/ S
(HF3) KT 45 = Half Quick Connect (90° Bend) See 9560 03 a4 42
(SP) 3765 = Sems Pressure Saddle Screw See 9560 06 C11.13 [10.713
(SPSE) 3767 = Sems Pressure Saddle Screw
with External Tooth Lock Washer

LWW = Feed Thru Wire Wrap (.640) EE’ H3Da géRE%S%AJ
(L) Y = Feed Thru Solder (.437)

YSY = Feed Thru Solder (.625)
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Double Row Terminal Blocks °

200 HB Series (High Barrier)
600 Volts

Specifications:

+ Base, General Purpose Phenolic, 150° C
+ Closed Back Design

« Screws, #6-32 Binder Head, Phil-Slot

+  Terminals, Plated Brass

+ 1-30 Poles

« 7/16” Centers

+  Wire Range With Wire Binding Screw #12-#22 AWG — 20 Amps

+  Wire Range With Sems Pressure Screw #12-#22 AWG Stranded Copper Wire Only, 20 Amps

+ Will Accommodate Lugs For Wire Sizes #10-#16 AWG — 30 Amps

+ The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
+ UL Recognized File No. E62806

+ CSA Certified File No. LR19766

- C€
Dimensions Dimensions

Catalog # # of poles A B Catalog # # of poles A B
201HB 1 1.19 0.88 216HB 16 7.75 7.44
202HB 2 1.62 1.31 217HB 17 8.19 7.88
203HB 3 2.06 1.75 218HB 18 8.62 8.31
204HB 4 2.50 2.19 219HB 19 9.06 8.75
205HB 5 2.94 2.63 220HB 20 9.50 9.19
206HB 6 3.37 3.06 221HB 21 9.94 9.63
207HB 7 3.81 3.50 222HB 22 10.37 10.06
208HB 8 4.25 3.94 223HB 23 10.81 10.50
209HB 9 4.69 4.38 224HB 24 11.25 10.94
210HB 10 5.12 4.81 225HB 25 11.69 11.38
211HB 11 5.56 5.25 226HB 26 12.12 11.81
212HB 12 6.00 5.69 227HB 27 12.56 12.25
213HB 13 6.44 6.13 228HB 28 13.00 12.69
214HB 14 6.87 6.56 229HB 29 13.44 13.13
215HB 15 7.31 7.00 230HB 30 13.87 13.56

MM = Dim x 25.4
Top Mounted Hardware is .250” Wide

Hardware Options: (Hardware options may affect
ratings - consult factory)

(F1) = Full Quick Connect (0° flat) See 9560 03
(F2) = Full Quick Connect (45° Bend) See 9560 03 e j v 1> ey
(F3) = Full Quick Connect (90° Bend) See 9560 03 t4.03 = t4.41] .
(S) = Full Solder See 9560 04 S ™ tes3
LL 200HB = Line to Line Jumper
601 RJ(S) = Multiple Position Jumper See 9560 06 gy i - I
(HS) = Half Solder See 9560 04 \ @E %@ e 175,
(HF1) = Half Quick Connect (0° Flat) See 9560 03 il 1 _ 1
(HF2) = Half Quick Connect (45° Bend) See 9560 03 533 4z
(HF3) = Half Quick Connect (90° Bend)  See 9560 03 - [8.47 o743
(SP) = Sems Pressure Saddle Screw See 9560 06 se-am % osrean
(SPSE) = Sems Pressure Saddle Screw BD HD SCREW
with External Tooth Lock Washer

LWW = Feed Thru Wire Wrap (.640)
Y(L) = Feed Thru Solder (.625)
YSY = Feed Thru Solder (.437)
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° Double Row Terminal Blocks

300 Series
Kulka® 672 GP Series

600 Volts

Specifications:

+ Base, General Purpose Phenolic, 150° C

+ Closed Back Design

+  Screws, #8-32 Binder Head, Phil-Slot

+ Terminals, Plated Brass

+ 1-24 Poles

+ 9/16” Centers

+  Wire Range with Wire Binding Screw # 10 - #14 Awg - 30 Amps

+ Wire Range with Sems Pressure Screw #10 - #22 Awg Stranded Copper Wire Only, 30 Amps
+ Will Accommodate Lugs for Wire Sizes #10 - #16 Awg - 30 Amps

« The Suitability of These Devices for Greater Currents Shall Be Determined in the End-Use Application
* UL Recognized File No. E62806

+ CSA Certified File No. LR19766

+ C€
MSP Kulka® Dimensions MSP Kulka® Dimensions
Catalog # Catalog # # of poles A B Catalog #  Catalog # # of poles A B
301 672 GP 01 1 1.54 1.13 313 672 GP 13 13 8.29 7.88
302 672 GP 02 2 2.10 1.69 314 672 GP 14 14 8.85 8.44
303 672 GP 03 3 2.66 2.25 315 672 GP 15 15 9.41 9.00
304 672 GP 04 4 3.22 2.81 316 672 GP 16 16 9.97 9.56
305 672 GP 05 5 3.79 3.38 317 672 GP 17 17 10.54 10.13
306 672 GP 06 6 4.35 3.94 318 672 GP 18 18 11.10 10.69
307 672 GP 07 7 4.91 4.50 319 672 GP 19 19 11.66 11.25
308 672 GP 08 8 5.47 5.06 320 672 GP 20 20 12.22 11.81
309 672 GP 09 9 6.04 5.63 321 672 GP 21 21 12.79 12.38
310 672 GP 10 10 6.60 6.19 322 672 GP 22 22 13.35 12.94
311 672 GP 11 11 7.16 6.75 323 672 GP 23 23 13.91 13.50
312 672 GP 12 12 7.72 7.31 324 672 GP 24 24 14.47 14.06
Top Mounted Hardware is .250” Wide MM = Dim x 25.4

Hardware Options: (Hardware options may affect
ratings - consult factory)

MSP KULKA rL293
(F1) KT 55 = Full Quick Connect (0° Flat) See 9560 03
(F2) KT 56 = Full Quick Connect (45° Bend) See 9560 03 A 71
(F3) KT 57 = Full Quick Connect (90° Bend) See 956003 _.=21 5 t1s.0J
(S) ST = Full Solder See 9560 04 == e — T
(LL300) J602 = Line to Line Jumper See 9560 06 [14.33
(HS) 3/4 ST = Half Solder See 9560 04
(HF1)  KT61 = Half Quick Connect (0° Flat)  See 9560 03 releales g g g B & _;T L
(HF2) KT 62 = Half Quick Connect (45° Bend) See 9560 03 O &5 |5 te4.01 £33.31
(HF3) KT 63 = Half Quick Connect (90° Bend) See 9560 03 [ —
(SP) 3786 = Sems Pressure Saddle Screw See 9560 06 4o 50
(SPSE) = Sems Pressure Saddle Screw fi0.713 tiz.71
with External Tooth Lock Washer

LWW = Feed Thru Wire Wrap (1.00)
(L) Y = Feed Thru Solder (.437) A R

YSY = Feed Thru Solder (.625)
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Double Row Terminal Blocks °

400 Series
600 Volts

Specifications:

Base, General Purpose Phenolic, 150° C
Closed Back Design
Screws, #10-32 Binder Head, Phil-Slot
Terminals, Plated Brass
+ 1-12 Poles
+ 11/16” Centers
Wire Range With Wire Binding Screw #10-#22 AWG — 30 Amps
Wire Range With Sems Pressure Screw #10-#22 AWG Stranded Copper Wire Only, 30 Amps
Will Accommodate Lugs For Wire Sizes #6-#16 AWG — 65 Amps
+ The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
* UL Recognized File No. E62806
+ CSA Certified File No. LR19766

€ Dimensions
Catalog # # of poles A B
401 1 1.81 1.38
402 2 2.50 2.06
403 3 3.19 2.75
404 4 3.88 3.44
405 5 4.56 412
406 6 5.25 4.81
407 7 5.94 5.50
408 8 6.62 6.19
- 409 9 7.31 6.88
Hardware Options: (Hardware options 410 10 8.00 756
may affect ratings - YT " 8.68 8.25
consult factory) - .
412 12 9.37 8.94
SPSE =  Sems Pressure Saddle Screw
J603(LL 400) = Line to Line Jumper
A 75
o2 B [1.1]
[DS.61]
.21 44
59 £=.= C11.17
C17.91] '
OB [ _ & & & o ol
1.06 1.81
é 2 é é E [27.01 [46.01
&) > o |
47 63
L12.01] [15.9]
#10-32 X .38[9.91]
BD HD SCREW
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Double Row Terminal Blocks

Kulka® 410 GP Series
300 Volts*

Specifications:

Base, Phenolic, 150° C

Open Back Design (Insulator Strip Required for Voltage Rating)
JJ (GDI-30F) Material Available

Screws, #2-56 X 7/32 Binder Head, Phil-Slot

Terminals, Plated Brass

1-23 Poles

1/4” Centers

Wire Range With Wire Binding Screw #18-#20 AWG — 5 Amps
The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
UL Recognized File No. E47811

CSA Certified File No. LR19766

ce
Dimensions Dimensions
Catalog # # of poles A B Catalog # # of poles A B
410 GP 01 1 0.75 0.50 410 GP 13 13 3.75 3.50
410 GP 02 2 1.00 0.75 410 GP 14 14 4.00 3.75
410 GP 03 3 1.25 1.00 410 GP 15 15 4.25 4.00
410 GP 04 4 1.50 1.25 410 GP 16 16 4.50 4.25
410 GP 05 5 1.75 1.50 410 GP 17 17 4.75 4.50
410 GP 06 6 2.00 1.75 410 GP 18 18 5.00 4.75
410 GP 07 7 2.25 2.00 410 GP 19 19 5.25 5.00
410 GP 08 8 2.50 2.25 410 GP 20 20 5.50 5.25
410 GP 09 9 2.75 2.50 410 GP 21 21 5.75 5.50
410 GP 10 10 3.00 2.75 410 GP 22 22 6.00 5.75
410 GP 11 11 3.25 3.00 410 GP 23 23 6.25 6.00
410 GP 12 12 3.50 3.25

* Voltage Based on Class B Requirements
MM = Dim X 25.4

Hardware Options: (Hardware options may affect

ratings - consult factory)

J410 = Line To Llne Jumper See 9560 06 o .32
Y = Feed Thru Solder (.312) A = [8.2]
1921 = Printed Circuit Pin (.109) 1=
[3.23] B L 22
s " [S. /]
171 (6. 43
.13 Y17 j
(3.2 L calsEncy 63
e & D L’X [15.9]
19 29
4 83 - [&.4]
#2-06 X 22[5.6]
BD HD SCREW
B-I-A Vertriebs GmbH / Germany www.BiaGmbH.com Further items on request. Dimensions mm. Created 21.01.2004

Email: info@BiaGmbH.com www.BiaOnline.com Subject to change without notice. L 1180



D A Double Row Terminal Blocks
== USA / Canada - zweireihige Klemmleisten 9559 s

Double Row Terminal Blocks °

Kulka® 600 GP Series

300 Volts

Specifications:
+ Base, Phenolic, 150° C + 3/8” Centers
+ JJ (GDI-30F) Material Available +  Wire Range With Wire Binding Screw
+  Open Back Design (Insulator Strip Required for #12-#22 AWG — 15 Amps
Voltage Rating) + UL Recognized File No. E47811
»  Screws, #5-40 Binder Head, Phil-Slot »  CSA Certified File No. LR19766
« Terminals, Plated Brass - C€
+ 1-22 Poles

+ The Suitability Of These Devices For Greater
Currents Shall Be Determined In The End-Use Application

Dimensions Dimensions

Catalog # # of poles A B Catalog # # of poles A B
600 GP 01 1 1.03 0.75 600 GP 12 12 5.16 4.88
600 GP 02 2 1.41 1.13 600 GP 13 13 5.53 5.25
600 GP 03 3 1.78 1.50 600 GP 14 14 5.91 5.63
600 GP 04 4 2.16 1.88 600 GP 15 15 6.28 6.00
600 GP 05 5 2.53 2.25 600 GP 16 16 6.66 6.38
600 GP 06 6 2.91 2.63 600 GP 17 17 7.03 6.75
600 GP 07 7 3.28 3.00 600 GP 18 18 7.41 7.13
600 GP 08 8 3.66 3.38 600 GP 19 19 7.78 7.50
600 GP 09 9 4.03 3.75 600 GP 20 20 8.16 7.88
600 GP 10 10 4.41 4.13 600 GP 21 21 8.53 8.25
600 GP 11 1 4.78 4.50 600 GP 22 22 8.91 8.63

Top Mounted Hardware is .187” Wide
MM = Dim X 25.4

Hardware Options: (Hardware options may affect
ratings - consult factory)

KT19 =  Full Quick Connect (0° flat) See 9560 03 A o
. 14 2.1
KT 20 = Full Quick Connect (45° Bend) See 9560 03 el B == | 25
KT 21 = Full Quick Connect (90° Bend) ~ See 9560 03 ' 38 ' l (e.4]
ST = Full Solder See 9560 04 [2.5]
J 600 = Line to Line Jumper See 9560 06 (i {, L_
600 RJ(s) = Multiple Position Jumper See 9560 06 Y C 1‘363 ] E C é8371 ]
3/4 ST = Half Solder See 9560 04 /=l h;
KT 25 = Half Quick Connect (0° Flat) See 9560 03 = 32 . 31 %
KT 26 = Half Quick Connect (45° Bend) ~ See 9560 03 ' t7.2
KT 27 = Half Quick Connect (90° Bend) See 9560 03
- #5-40 X .2506.4]
Y = Feed Thru Solder (.312) See 9560 o5 BH HD SCREW
YSY = Feed Thru Solder (.500) See 9560 05
4 = Lug Over the Side (.625) See 9560 05
2004 = Feed Thru Solder See 9560 o8
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Kulka® 600A GP Series
300 Volts

Specifications:

KT 19
KT 20
KT 21
ST

J 600
600 RJ(s)
3/4 ST
KT 25
KT 26
KT 27
3865
Y
YSY

z

+ Base, Phenolic, 150° C

+ JJ (GDI-30F) Material Available

»  Open Back Design (Insulator Strip Required for

for Voltage Rating)

- Screws, #6-32 Binder Head, Phil-Slot

+  Terminals, Plated Brass
« 1-22 Poles

Double Row Terminal Blocks

+ 3/8” Centers

+  Wire Range With Wire Binding Screw
#12-#22 AWG — 15 Amps

+ UL Recognized File No. E47811

+ CSA Certified File No. LR19766

- C€

» The Suitability Of These Devices For Greater
Currents Shall Be Determined In The End-Use Application

Dimensions Dimensions
Catalog # # of poles A B Catalog # # of poles A B
600A GP 01 1 1.03 0.75 600A GP 12 12 5.16 4.88
600A GP 02 2 1.41 1.13 600A GP 13 13 5.53 5.25
600A GP 03 3 1.78 1.50 600A GP 14 14 5.91 5.63
600A GP 04 4 2.16 1.88 600A GP 15 15 6.28 6.00
600A GP 05 5 2.53 2.25 600A GP 16 16 6.66 6.38
600A GP 06 6 2.91 2.63 600A GP 17 17 7.03 6.75
600A GP 07 7 3.28 3.00 600A GP 18 18 7.41 7.13
600A GP 08 8 3.66 3.38 600A GP 19 19 7.78 7.50
600A GP 09 9 4.03 3.75 600A GP 20 20 8.16 7.88
600A GP 10 10 4.41 4.13 600A GP 21 21 8.53 8.25
600A GP 11 11 4.78 4.50 600A GP 22 22 8.91 8.63
Top Mounted Hardware is .187” Wide
MM = Dim X 25.4
Hardware Options: (Hardware options may affect
ratings - consult factory)

Full Quick Connect (0° flat) See 9560 03 41
Full Quick Connect (45° Bend) See 9560 03 ] [10.31]
Full Quick Connect (90° Bend)  See 9560 03 .19 o5
Full Solder See 9560 04 [4.41 I 6. 47
Line to Line Jumper See 9560 06
Multiple Position Jumper See 9560 06
Half Solder See 9560 04 i % & r —&
Half Quick Connect (0° Flat) See 9560 03 Y o6 87

. O . [14.21] [ea2.11
Half Quick Connect (45° Bend) See 9560 03 ==
Half Quick Connect (90° Bend) See 9560 03 T %
Wire Clamp Screw See 9560 06 .31
Feed Thru Solder (.312) t7.21
Feed Thru Sold_er (.500) HE_32 X OS[6.4]
Lug Over the Side (.625) BD HD SCREW
Stud See 9560 08

2002
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D A Double Row Terminal Blocks
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Double Row Terminal Blocks °

Kulka® 601 GP Series
300 Volts

Specifications:

+ Base, General Purpose Phenolic, 150° C

« JJ (GDI-30F) Material Available

+  Open Back Design (Insulator Strip Required for Voltage Rating)

«  Screws, #6-32 Binder Head, Phil-Slot

+  Terminals, Plated Brass

+ 1-23 Poles

+ 7/16” Centers

+  Wire Range With Wire Binding Screw #12-#22 AWG — 20 Amps

+  Will Accommodate Lugs For Wire Sizes #10-#16 AWG — 30 Amps
+ The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
+ UL Recognized File No. E47811

+ CSA Certified File No. LR19766

- C€
Dimensions Dimensions
Catalog # # of poles A B Catalog # # of poles A B
601 GP 01 1 1.19 0.88 601 GP 13 13 6.44 6.13
601 GP 02 2 1.62 1.31 601 GP 14 14 6.87 6.56
601 GP 03 3 2.06 1.75 601 GP 15 15 7.31 7.00
601 GP 04 4 2.50 2.19 601 GP 16 16 7.75 7.44
601 GP 05 5 2.94 2.63 601 GP 17 17 8.19 7.88
601 GP 06 6 3.37 3.06 601 GP 18 18 8.62 8.31
601 GP 07 7 3.81 3.50 601 GP 19 19 9.06 8.75
601 GP 08 8 4.25 3.94 601 GP 20 20 9.50 9.19
601 GP 09 9 4.69 4.38 601 GP 21 21 9.94 9.63
601 GP 10 10 5.12 4.81 601 GP 22 22 10.37 10.06
601 GP 11 11 5.56 5.25 601 GP 23 23 10.81 10.50
601 GP 12 12 6.00 5.69

Top Mounted Hardware is .250” Wide
MM = Dim X 25.4

Hardware Options: (Hardware options may affect

ratings - consult factory) N sa
KT 37 = Full Quick Connect (0° flat) See 9560 03 [i EQ’ - 213 e
KT 38 = Full Quick Connect (45° Bend) See 9560 03 ' 4531 | | 31
KT 39 = Full Quick Connect (90° Bend) See 9560 03 il- t7.=21
ST = Full Solder See 9560 04 ey o
J 601 = Line to Line Jumper See 9560 06 ¢ 75 1.13
601 RJ(s) = Multiple Position Jumper See 9560 06 { A ! L1=.11 _E tes. 71
34ST =  Half Solder See 9560 o4 LT e
KT 43 = Half Quick Connect (0° Flat) See 9560 03 LJ L £10.713
KT44 =  Half Quick Connect (45° Bend)  See 9560 03 = "
KT 45 = Half Quick Connect (90° Bend) See 9560 03
3765 = Wire Clamp Screw See 9560 06 R3S KogRte ]
Y = Feed Thru Solder (.422) See 9560 05
YSY = Feed Thru Solder (.687) See 9560 05
2102 = Stud See 9560 o8
2104 = Feed Thru Solder See 9560 o8
2108 = Individual Screw Terminals See 9560 0s

B-I-A Vertriebs GmbH / Germany www.BiaGmbH.com Further items on request. Dimensions mm. Created 21.01.2004
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D A Double Row Terminal Blocks
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° Double Row Terminal Blocks

Kulka® 602 GP Series
300 Volts

Specifications:

+ Base, General Purpose Phenolic, 150° C

+ JJ (GDI-30F) Material Available

+ Open Back Design (Insulator Strip Required for Voltage Rating)
+  Screws, #8-32 Binder Head, Phil-Slot

» Terminals, Plated Brass

+ 1-26 Poles

+ 9/16” Centers

+  Wire Range With Wire Binding Screw #12-#14 AWG — 30 Amps
+ The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
* UL Recognized File No. E47811

+ CSA Certified File No. LR19766

- (€

Dimensions Dimensions

Catalog # # of poles A B Catalog # # of poles A B
602 GP 01 1 1.54 1.13 602 GP 14 14 8.85 8.44
602 GP 02 2 2.10 1.69 602 GP 15 15 9.41 9.00
602 GP 03 3 2.66 2.25 602 GP 16 16 9.97 9.56
602 GP 04 4 3.22 2.81 602 GP 17 17 10.54 10.13
602 GP 05 5 3.79 3.38 602 GP 18 18 11.10 10.69
602 GP 06 6 4.35 3.94 602 GP 19 19 11.66 11.25
602 GP 07 7 4.91 4.50 602 GP 20 20 12.22 11.81
602 GP 08 8 5.47 5.06 602 GP 21 21 12.79 12.38
602 GP 09 9 6.04 5.63 602 GP 22 22 13.35 12.94
602 GP 10 10 6.60 6.19 602 GP 23 23 13.91 13.50
602 GP 11 11 7.16 6.75 602 GP 24 24 14.47 14.06
602 GP 12 12 7.72 7.31 602 GP 25 25 15.04 14.63
602 GP 13 13 8.29 7.88 602 GP 26 26 15.60 15.19

Top Mounted Hardware is .250” Wide
MM = Dim X 25.4

Hardware Options: (Hardware options may affect

ratings - consult factory) A &4
0 o [16.11
KT 55 = Full Quick Connect (0° flat) See 9560 03 523 | B £S.41 as
KT 56 = Full Quick Connect (45° Bend) See 9560 03 £e.71
KT 57 = Full Quick Connect (90° Bend) See 9560 03 l
ST = Full Solder See 9560 04 e g@# b e 1
J602 = Line to Line Jumper See 9560 o6 ANE S [22.41 E £33.4]
34ST =  Half Solder See 9560 04 ’ Sl
KT 61 = Half Quick Connect (0° Flat) See 9560 03 44 S0
KT62 =  Half Quick Connect (45° Bend)  See 9560 03 f11.13 tie73
KT 63 = Half Quick Connect (90° Bend) See 9560 03
3786 = Wire Clamp Screw See 9560 06 A A
Y = Feed Thru Solder (.500) See 9560 05
YSY = Feed Thru Solder (.672) See 9560 o5
4 = Lug Over the Side (.609) See 9560 o5
2202 = Stud See 9560 o8
B-I-A Vertriebs GmbH / Germany www.BiaGmbH.com Further items on request. Dimensions mm. Created 21.01.2004
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Double Row Terminal Blocks

Kulka® 603 GP Series
600 Volts

Specifications:

Base, General Purpose Phenolic, 150° C

JJ (GDI-30F) Material Available

Open Back Design (Insulator Strip Required for Voltage Rating)

Screws, #10-32 Binder Head, Phil-Slot

Terminals, Plated Brass

1-12 Poles

11/16” Centers

Wire Range With Wire Binding Screw #10-#12 AWG — 50 Amps

Will Accommodate Lugs For Wire Sizes #6-#16 AWG — 65 Amps

The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application

+ UL Recognized File No. E47811
+ CSA Certified File No. LR19766

ce Dimensions
Catalog # # of poles A B
603 GP 01 1 1.81 1.38
603 GP 02 2 2.50 2.06
603 GP 03 3 3.19 2.75
- 603 GP 04 4 3.88 3.44
Hardware Options: (Hardware options may affect 603 GP 05 5 4.56 212
ratings - consult factory) 603 GP 06 6 505 481
J 603 = Line to Line Jumper See 9560 06 603 GP 07 7 5.94 5.50
Y =  Feed Thru Solder (.60) See 9560 05 603 GP 08 8 6.62 6.19
2302 =  Stud See 9560 08 603 GP 09 9 7.31 6.88
603 GP 10 10 8.00 7.56
603 GP 11 11 8.68 8.25
603 GP 12 12 9.37 8.94
MM = Dim X 25.4
A .75
[19.1]
22 B
[5.5]
44
69 @.20 [@5.2] THRU C'BORE [11.1]
[17.4] .25 [6.4] X .09 [2.3] DP.
< 1.06 S 18
¢ [27.0] [46.0]
.63
.48 [15.9]
[12.1]
#10-32 X .38[9.5]
BD HD SCREW
B-I-A Vertriebs GmbH / Germany www.BiaGmbH.com Further items on request. Dimensions mm. Created 21.01.2004
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° Double Row Terminal Blocks

Kulka® 604 GP Series
600 Volts

Specifications:

Base, General Purpose Phenolic, 150° C

JJ (GDI-30F) Material Available

Open Back Design (Insulator Strip Required for Voltage Rating)

Screws, #12-32 Binder Head, Phil-Slot

Terminals, Plated Brass

1-8 Poles

14/16” Centers

Wire Range With Wire Binding Screw #4-#12 AWG — 70 Amps
+ The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
* UL Recognized File No. E47811
+ CSA Certified File No. LR19766

Ce

Dimensions

Catalog # # of poles A B
604 GP 01 1 2.28 1.75
604 GP 02 2 3.16 2.63
604 GP 03 3 4.03 3.50
604 GP 04 4 4.91 4.38
604 GP 05 5 5.78 5.25
604 GP 06 6 6.66 6.13
604 GP 07 7 7.53 7.00
604 GP 08 8 8.41 7.88

MM = Dim X 25.4

Hardware Options: (Hardware options may affect ratings - consult factory)

2402 = Stud 10 - 32 Brass (.43 H) Nuts Included See 9560 o8
J604 = Line to Line Jumper See 9560 06
24
A [23.8]
27
T35 ®.23 S0
[5.91 Tie /]
@ ! -
125 2.00
[31.8] “i| 083
- i )
i
[14.61 7S
1913
#12-32 X .38[9.5]
BD HD SCREW
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Double Row Terminal Blocks °

Kulka® 605 GP Series

600 Volts

Specifications:

+ Base, General Purpose Phenolic, 150° C
+ JJ (GDI-30F) Material Available
Open Back Design (Insulator Strip Required for Voltage Rating)
Screws, #1/4-28 Binder Head, Slotted
Terminals, Plated Brass
+ 1-6 Poles
+ 1-1/8” Centers
+  Wire Range With Wire Binding Screw #2-#12 AWG — 90 Amps
The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
UL Recognized File No. E47811
CSA Certified File No. LR19766

ce
Dimensions
Catalog # # of poles A B
605 GP 01 1 2.88 2.25
605 GP 02 2 4.00 3.38
605 GP 03 3 5.13 4.50
605 GP 04 4 6.25 5.63
605 GP 05 5 7.38 6.75
605 GP 06 6 8.50 7.88

MM = Dim X 25.4

Hardware Options: (Hardware options may affect ratings - consult factory)

2502 = Stud 1/4 - 28 Brass (.750 H) Nuts Included See 9560 o8
J605 = Line to Line Jumper See 9560 06
A 1.13
[28.61]
e B .27
' [6.7] &3
1.1 [15.91]
28.61]
b 1.48 2.48
& ) [37*.6] [63.11]
1 \
.88
o7 (2223
C17.01]
#1/74-28 X .500[12.71]
BD HD SCREW
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Double Row Terminal Blocks
USA / Canada - zweireihige Klemmleisten

9559 5

BRIEA

° Double Row Terminal Blocks

621 RZ Series
600 Volts

Specifications:

+ Base, Thermoplastic, 110° C (U.L. RTI w/o IMPACT) .
+ Closed Back Design

Wire Range With Wire Binding Screw
#12-#22 AWG — 20 Amps

» Screws, #6-32 Binder Head, Phil-Slot +  Wire Range With Sems Pressure Screw #12-#22
+ Terminals, Plated Brass AWG Stranded Copper Wire Only — 20 Amps
+ 1-30 Poles + UL Recognized File No. E62806
+ Flammability Rating 94 V-O + CSA Certified File No. LR19766
+ 7/16” Centers - (€
+ The Suitability Of These Devices For Greater
Currents Shall Be Determined In The End-Use Application
Dimensions Dimensions
Catalog # # of poles A B Catalog # # of poles A B
621 RZ 01 1 1.19 0.88 621 RZ 16 16 7.75 7.44
621 RZ 02 2 1.62 1.31 621 RZ 17 17 8.19 7.88
621 RZ 03 3 2.06 1.75 621 RZ 18 18 8.62 8.31
621 RZ 04 4 2.50 2.19 621 RZ 19 19 9.06 8.75
621 RZ 05 5 2.94 2.63 621 RZ 20 20 9.50 9.19
621 RZ 06 6 3.37 3.06 621 RZ 21 21 9.94 9.63
621 RZ 07 7 3.81 3.50 621 RZ 22 22 10.37 10.06
621 RZ 08 8 4.25 3.94 621 RZ 23 23 10.81 10.50
621 RZ 09 9 4.69 4.38 621 RZ 24 24 11.25 10.94
621 RZ 10 10 5.12 4.81 621 RZ 25 25 11.69 11.38
621 RZ 11 11 5.56 5.25 621 RZ 26 26 12.12 11.81
621 RZ 12 12 6.00 5.69 621 RZ 27 27 12.56 12.25
621 RZ 13 13 6.44 6.13 621 RZ 28 28 13.00 12.69
621 RZ 14 14 6.87 6.56 621 RZ 29 29 13.44 13.13
621 RZ 15 15 7.31 7.00 621 RZ 30 30 13.87 13.56
Top Mounted Hardware is .250” Wide
MM = Dim X 25.4
Hardware Options: (Hardware options may affect
ratings - consult factory)
KT 37 = Full Quick Connect (0° flat) See 9560 o5
KT 38 = Full Quick Connect (45° Bend) See 9560 05 A T iéli 3
KT 39 = Full Quick Connect (90° Bend) See 9560 05 : -i éf . B 219 .
ST = Full Solder See 9560 04 ‘ 44 t4.61 TS 53
200 HB = Line to Line Jumper £C11.11
601 RJ(s) = Multiple Position Jumper See 9560 06 ]
3/4 ST = Half Solder See 9560 04 P(a S I
KT 43 = Half Quick Connect (0° Flat) See 9560 05 gllg) D) L (1847 [34.9]
KT 44 = Half Quick Connect (45° Bend)  See 9560 05 h ° _ 1
KT 45 Half Quick Connect (90° Bend) See 9560 05 33 L ap
3765 = Sems Pressure Saddle Screw See 9560 06 £8.31 £10.71
3767 = Sems Pressure Saddle Screw

with External Tooth Lock Washer

H6-32 X .2506.4]
BD HD SCREW
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Double Row Terminal Blocks ®

670A RZ Series

300 Volts

Specifications:
+ Base, Thermoplastic, 130° C +  Wire Range With Wire Binding Screw
+ Closed Back Design #12-#22 AWG — 20 Amps
«  Screws, #6-32 Binder Head, Phil-Slot +  Wire Range With Sems Pressure Screw
+  Terminals, Plated Brass #14-#22 AWG Stranded Or Solid Wire
+ 2-30 Poles (Cat. Designation 3865)
+ 3/8” Centers + UL Recognized File No. E47811
+ The Suitability Of These Devices For Greater + CSA Certified File No. LR19766
Currents Shall Be Determined In The End-Use + C€

End-Use Application

Dimensions Dimensions

Catalog # # of poles A B Catalog # # of poles A B
670A RZ 01 1 1.03 0.75 670ARZ 16 16 6.66 6.38
670A RZ 02 2 1.41 1.13 670ARZ 17 17 7.03 6.75
670A RZ 03 3 1.78 1.50 670A RZ 18 18 7.41 7.13
670A RZ 04 4 2.16 1.88 670A RZ 19 19 7.78 7.50
670A RZ 05 5 2.53 2.25 670A RZ 20 20 8.16 7.88
670A RZ 06 6 2.91 2.63 670A RZ 21 21 8.53 8.25
670A RZ 07 7 3.28 3.00 670A RZ 22 22 8.91 8.63
670A RZ 08 8 3.66 3.38 670A RZ 23 23 9.28 9.00
670A RZ 09 9 4.03 3.75 670A RZ 24 24 9.66 9.38
670A RZ 10 10 4.41 413 670A RZ 25 25 10.03 9.75
670A RZ 11 1 4.78 4.50 670A RZ 26 26 10.41 10.13
670A RZ 12 12 5.16 4.88 670A RZ 27 27 10.78 10.50
670ARZ 13 13 5.53 5.25 670A RZ 28 28 11.16 10.88
670A RZ 14 14 5.91 5.63 670A RZ 29 29 11.53 11.25
670A RZ 15 15 6.28 6.00 670A RZ 30 30 11.91 11.63

Top Mounted Hardware is .187” Wide
MM = Dim X 25.4

Hardware Options: (Hardware options may affect
ratings - consult factory)

A

KT 19 = Full Quick Connect (0° flat) See 9560 03 14
KT 20 = Full Quick Connect (45° Bend)  See 9560 03 L3.6] B : 26
KT 21 = Full Quick Connect (90° Bend) ~ See 9560 03 e ' | Teed
ST = Full Solder See 9560 04 T ‘78‘81;]
J 600 = Line to Line Jumper See 9560 06 N AT:
600 RJ(s) = Multiple Position Jumper See 9560 06 1 E gﬁM 7. = (22 57
3/4 ST = Half Solder See 9560 04 A;;
KT 25 = Half Quick Connect (0° Flat) See 9560 03 : -73é 5 - CeCTION Aa
KT 26 = Half Quick Connect (45° Bend) See 9560 03
KT 27 = Half Quick Connect (90° Bend)  See 9560 03 H6-32 X 2S[6.4)
3865 = Sems Pressure Saddle Screw BD HD SCREW
Y(L) = Feed Thru Solder (.312) See 9560 05
LWW = Feed Thru Wire Wrap (.593)
YSY = Feed Thru Solder (.500) See 9560 05
B-I-A Vertriebs GmbH / Germany www.BiaGmbH.com Further items on request. Dimensions mm. Created 21.01.2004
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Double Row Terminal Blocks

USA / Canada - zweireihige Klemmleisten

9559

671 RZ Series
300 Volts

Specifications:

Base, Thermoplastic, 110° C (U.L. RTI w/o IMPACT)
Closed Back Design

Screws, #6-32 Binder Head, Phil-Slot

Terminals, Plated Brass

1-30 Poles

Flammability Rating 94 V-O

7/16” Centers

The Suitability Of These Devices For Greater

Double Row Terminal Blocks

Wire Range With Wire Binding Screw

#12-#22 AWG — 20 Amps

Wire Range With Sems Pressure Screw #12-#22
AWG Stranded Copper Wire Only — 20 Amps
Will Accommodate Lugs For Wire Sizes

#10-#16 AWG — 30 Amps

UL Recognized File No. E62806

CSA Certified File No. LR19766

Currents Shall Be Determined In The « (€
End-Use Application
Dimensions Dimensions
Catalog # # of poles A B Catalog # # of poles A B
671 RZ 01 1 1.19 0.88 671 RZ 16 16 7.75 7.44
671 RZ 02 2 1.62 1.31 671 RZ 17 17 8.19 7.88
671 RZ 03 3 2.06 1.75 671 RZ 18 18 8.62 8.31
671 RZ 04 4 2.50 2.19 671 RZ 19 19 9.06 8.75
671 RZ 05 5 2.94 2.63 671 RZ 20 20 9.50 9.19
671 RZ 06 6 3.37 3.06 671 RZ 21 21 9.94 9.63
671 RZ 07 7 3.81 3.50 671 RZ 22 22 10.37 10.06
671 RZ 08 8 4.25 3.94 671 RZ 23 23 10.81 10.50
671 RZ 09 9 4.69 4.38 671 RZ 24 24 11.25 10.94
671 RZ10 10 512 4.81 671 RZ 25 25 11.69 11.38
671 RZ 11 1 5.56 5.25 671 RZ 26 26 12.12 11.81
671 RZ 12 12 6.00 5.69 671 RZ 27 27 12.56 12.25
671 RZ 13 13 6.44 6.13 671 RZ 28 28 13.00 12.69
671 RZ 14 14 6.87 6.56 671 RZ 29 29 13.44 13.13
671 RZ 15 15 7.31 7.00 671 RZ 30 30 13.87 13.56
Top Mounted Hardware is .250” Wide
MM = Dim X 25.4
Hardware Options: (Hardware options may affect
ratings - consult factory) A =3
KT 37 = Full Quick Connect (0° flat) See 956003 _1& B £13.51
KT 38 = Full Quick Connect (45° Bend) See 9560 03 -1 218 1 31
KT 39 - Full Quick Connect (90° Bend) ~ See 9560 03 A raed [7.93
ST = Full Solder See 9560 04
J601 = Line to Line Jumper See 9560 06 QNN = —
601 RJ(s) = Multiple Position Jumper See 9560 06 % ® § g g g 4%, res
3/4 ST Half Solder See 9560 04 Ll D
KT 43 = Half Quick Connect (0° Flat) See 9560 03
KT 44 = Half Quick Connect (45° Bend) See 9560 03 [83%, . C 13‘87 ]
KT 45 = Half Quick Connect (90° Bend) See 9560 03
3765 Sems Pressure Saddle Screw he_s5 X 50647
3767 = Sems Pressure Saddle Screw with BD HD SCREW

External Tooth Lock Washer
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Double Row Terminal Blocks
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Double Row Terminal Blocks

672 RZ Series

600 Volts

Specifications:

Base, Thermoplastic, 110° C (U.L. RTI w/o IMPACT)
Flammability Rating: 94V-O
Closed Back Design
Screws, #8-32 Binder Head, Phil-Slot

Terminals, Plated Brass

1-24 Poles

9/16” Centers
Wire Range With Wire Binding Screw #10-#14 AWG — 30 Amps

Wire Range With Sems Pressure Screw #10-#22 AWG Stranded Copper Wire Only — 30 Amps

9559 s

The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application

UL Recognized File No. E47811
CSA Certified File No. LR19766

- C€

Dimensions

Catalog # # of poles A B
672 RZ 01 1 1.54 1.13
672RZ 02 2 2.10 1.69
672 RZ 03 3 2.66 2.25
672 RZ 04 4 3.22 2.81
672 RZ 05 5 3.79 3.38
672 RZ 06 6 4.35 3.94
672 RZ 07 7 4.91 4.50
672 RZ 08 8 5.47 5.06
672 RZ 09 9 6.04 5.63
672 RZ 10 10 6.60 6.19
672 RZ 11 1 7.16 6.75
672 RZ 12 12 7.72 7.31

Top Mounted Hardware is .250” Wide

MM = Dim X 25.4

Dimensions
Catalog # # of poles A B
672 RZ 13 13 8.29 7.88
672 RZ 14 14 8.85 8.44
672 RZ 15 15 9.41 9.00
672 RZ 16 16 9.97 9.56
672 RZ 17 17 10.54 10.13
672 RZ 18 18 11.10 10.69
672 RZ 19 19 11.66 11.25
672 RZ 20 20 12.22 11.81
672 RZ 21 21 12.79 12.38
671 RZ 22 22 13.35 12.94
671 RZ 23 23 13.91 13.50
671 RZ 24 24 14.47 14.06

Hardware Options: (Hardware options may affect
ratings - consult factory) A

KT 55
KT 56
KT 57
ST

J 602
3/4 ST
KT 61
KT 62
KT 63
3786
3787

Full Quick Connect (0° flat)

Full Quick Connect (45° Bend)
Full Quick Connect (90° Bend)

Full Solder

Line to Line Jumper

Half Solder

Half Quick Connect (0° Flat)

Half Quick Connect (45° Bend)
Half Quick Connect (90° Bend)
Sems Pressure Saddle Screw
Sems Pressure Saddle Screw

with External Tooth Lock Washer

See 9560 03
See 9560 03
See 9560 03
See 9560 04
See 9560 06
See 9560 04
See 9560 03
See 9560 03
See 9560 03
See 9560 o6

L@

#8-32 X .38[9.3]
BD HD SCREW

\IIVfﬁG

\IIA\JA

71
[18 (o]

SERC

1.31
[33.31
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