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I N D U S T R I A L A U T O M A T I O N  &  P R O C E S S  C O N T R O L C A B L E S

18 AWG Pairs Stranded (19x30) Tinned Copper • Twisted Pairs 

Unshielded • F-R PVC Insulation • F-R PVC Jacket
NEC: PLTC, ITC, CMG 9409 1 E2 U-500 U-152.4 14.5 6.6 .037 .94 .230 5.84 49 218 2.25 57.15
CEC: CMG FT4

Overall 100% Beldfoil® Shield • F-R PVC Insulation • F-R PVC Jacket
NEC: PLTC, ITC, CMG 9318 1 E2 U-500 U-152.4 18.0 8.2 .037 .94 .233 5.92 60 267 2.25 57.15
CEC: CMG FT4 U-1000 U-304.8 35.0 15.9

9552 2 E2 500 152.4 35.5 16.1 .042 1.07 .375 9.53 65 289 3.75 95.25
1000 304.8 69.0 31.4

9553 3 E2 500 152.4 48.5 22.0 .053 1.35 .420 10.67 145 645 4.25 107.95
1000 304.8 95.0 43.2

9554 4 E2 500 152.4 55.0 25.0 .053 1.35 .447 11.35 187 832 4.50 114.30
1000 304.8 109.0 49.5

9556 6 E2 500 152.4 78.5 35.7 .053 1.35 .497 12.62 270 1201 5.00 127.00
1000 304.8 153.0 69.5

9559 9 E2 500 152.4 107.5 48.9 .053 1.35 .579 14.71 395 1757 6.00 152.40
1000 304.8 213.0 96.8

9563 11 E2 500 152.4 134.5 61.1 .063 1.60 .665 16.89 478 2126 6.75 171.45
1000 304.8 273.0 124.1

9565 15 E2 500 152.4 169.0 76.8 .063 1.60 .739 18.77 640 2847 7.50 190.50
1000 304.8 342.0 155.5

Individually Shielded • F-R PVC Insulation • F-R PVC Jacket
NEC: PLTC, ITC, CMG 9368 2 E2 500 152.4 37.5 17.0 .042 1.07 .378 9.60 125 556 3.75 95.25
CEC: CMG FT4 1000 304.8 73.0 33.2

9369 3 E2 500 152.4 55.0 25.0 .053 1.35 .423 10.74 220 979 4.25 107.95
1000 304.8 109.0 49.5

3029A 4 E1 Bulk Bulk — — .053 1.35 .461 11.71 296 1317 4.50 114.30

9388 4 E2 500 152.4 71.5 32.5 .053 1.35 .461 11.71 296 1317 4.50 114.30
1000 304.8 135.0 61.4

9389 6 E2 500 152.4 97.0 44.1 .053 1.35 .538 13.67 440 1957 5.25 133.35
1000 304.8 190.0 86.4

9390 9 E2 500 152.4 138.5 63.0 .064 1.63 .652 16.56 666 2963 6.50 165.10
1000 304.8 272.0 123.6

9391 11 E2 500 152.4 158.5 72.0 .064 1.63 .729 18.52 815 3626 7.25 184.15
1000 304.8 321.0 145.9

9392 15 E2 500 152.4 209.0 95.0 .064 1.63 .808 20.52 1100 4893 8.00 203.20
1000 304.8 428.0 194.5

F-R = Flame-retardant

E1, E2 = Refer to Industrial Technical Information section for color code.
Alternate color coding available upon request.

Multiple pair or triad cables have each pair/triad numbered for ease of identification.

Bulk = Non-stocked item. Specify length, 1 piece per reel.
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