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125 V Medical-Grade Power Supply

Cordsets, 3-Conductor

Used in Country:

U.S.A., Canada

Standards and Certifi cations:

• Compliant with Standards: UL 62 and 817,

 CSA C22.2 No. 21 and 49, CSA FT2, RoHS

• Certifi cations: UL Listed, CSA Certifi ed

Operating Temperature:

• -20°C to +60°C

Conductor Color Coding:

• Black, White, Green

Materials:

• Stranded Bare Copper Conductors

• SJT, PVC Insulation

• Black or Slate PVC Jacket

801, 802

Plug 15A/125V

NEMA 5-15P

Leads: Jacket Stripped 2” (50 mm).

Leads Stripped 5/8” (16 mm)

820 to 822, 830 to 832

Plug 15A/125V

NEMA 5-15P

IEC C-13 Connector

IEC 60320/C13

Catalog Cord Length Wire Size Stranding Nominal Diameter Power  Colors

Number Feet (m) AWG (mm²) AWG (mm) Inches (mm) Ratings Jacket Plug Connector

801-BLK 10 (3) 18 (1.20) 43/34 (43 x 0.16) 0.31 (7.8) 1250W, 10A Black Clear —

802-GRY 10 (3) 18 (1.20) 43/34 (43 x 0.16) 0.31 (7.8) 1250W, 10A Slate Slate —

820-BLK 10 (3) 18 (1.20) 43/34 (43 x 0.16) 0.31 (7.8) 1250W, 10A Black Clear Black

821-GRY 10 (3) 18 (1.20) 43/34 (43 x 0.16) 0.31 (7.8) 1250W, 10A Slate Slate Slate

822-GRY 10 (3) 18 (1.20) 43/34 (43 x 0.16) 0.31 (7.8) 1250W, 10A Slate Clear Clear

830-BLK 10 (3) 16 (1.50) 68/34 (68 x 0.16) 0.33 (8.5) 1625W, 13A Black Clear Black

831-GRY 10 (3) 16 (1.50) 68/34 (68 x 0.16) 0.33 (8.5) 1625W, 13A Slate Slate Slate

832-GRY 10 (3) 16 (1.50) 68/34 (68 x 0.16) 0.33 (8.5) 1625W, 13A Slate Clear Clear


