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Product Information

L1676

03SC-C08 01

Thermoplastic
Outside

Cat. Size Mounting Dim. (in.) Residential Mfrd. Std.
No. cu. in. Feature Means L. W. D. New Old Housing Ctn.

N1-614 12.0 r" Offset Reverse Angled 3d 2k 1m ✓ 100
Wallboard Side Nails Tabs

N1-614-R 12.0 r" Offset – 3d 2k 1m ✓ 100

N1-710 18.0 – Angled Side Nails 3f 2b 2L ✓ 100
N1-710-M 18.0 r" Offset Reverse Angled 3f 2b 2W ✓ 100

Wallboard Side Nails
SN-18 18.0 – Angled Side Nails 3y 2j 2m ✓ 100
SN-18-FS 18.0 Fast Set Angled Side Nails 3y 2j 2m ✓ 100
RN-18 18.0 – Recessed Angled Nails 3y 2j 3 ✓ 100

RN-18-FS 18.0 Fast Set Recessed Angled Nails 3y 2j 3 ✓ 100

SN-21 20.5 – Angled Side Nails 3y 2j 3i ✓ 100
SN-21-FS 20.5 Fast Set Angled Side Nails 3y 2j 3i ✓ 100

SN-21-DV 20.5 Dual Voltage Angled Side Nails 3e 4 3k ✓ 50
SS-21-DV 20.5 Dual Voltage Angled Side Screws 3e 4 3c ✓ 50
RN-21 20.5 – Recessed Angled Nails 3y 2j 3c ✓ 100
RN-21M 20.5 – Reverse Angled 3y 2j 3c ✓ 100

Side Nails
RN-21FS 20.5 Fast Set Recessed Angled Nails 3y 2j 3c ✓ 100

RN-23 22.5 – Recessed Angled Nails 3y 2j 3e ✓ 100
RN-23-FS 22.5 Fast Set Recessed Angled Nails 3y 2j 3e ✓ 100

RS-18 18.0 – Recessed Angled Screws 3y 2j 3 ✓ 100
RS-21 20.5 – Recessed Angled Screws 3y 2j 3c ✓ 100
RS-23 22.5 – Recessed Angled Screws 3y 2j 3e ✓ 100

RD-30 30.0 Recessed Angled Nails 3W 3e ✓ 50
RDS-30 30.0 Recessed Angled Screws 3W 3e ✓ 50

SNO-18 18.0 Hinge Angled Side Nails 4h – 1f ✓ 100
Closure

SNO-18M 18.0 Locating Tab Angled Side Nails – – 1f ✓ ✓ 100
Hinge  Closure

Single Gang-Nail-On
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Large KO for #6 or #8
cable Suitable for

Range & Dryer use.
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• Permissible for use with 90°C insulated conductors.
• 80°C heat rated material.
• Classified for two hour firewall/fireceiling.


