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Flexible Metal Con-

Cahle Clamp =

3302

Dimensions = mm

el

moomx

= Owerall length

= Thread length

= Throat L0

= Clamping range

= Matimum body width

at.No_. A B THD.SP
Z2661H 24 35 1214 MPS 95 40-153 302
2R 206 95 14214 MPS 59 32-143 302
2853 262 N1 3M-MMPS 206 79-206 445
2854 234 151 1UHEMPS  2EE  35-27.0 GO0
2855 333 159 1iM4-HHEMPS 341 95-238 BRE
2856 333 160 1w2-fiEMPS 385 95-264 T4
2858 337 183 ZUWEMPS GO0 18.3-343 873
2863 262 i1 A4-MMNPS 206 FO-20E 445
2864 234 51 -NHENPS 2EE  35-2v0 BOO

NYLON

CABLE CLAMPS
Mounting Hole & 5.2mm

UL CUR)

max +85°C, UL 94U-Z2

Mylon-Rohrschellen
Nontageloch & 5.2mm

SERVICE ENTRANCE FITTINGS UL Listed - Standard 514B

Flexible Metal Conduit Fittings w/Nut, for use with
Oval or Round Cable in Dry Locations, Die Cast Zinc

Zugentlastungen nit Gegenmutter, fur ovale oder
runde Kabel in trockender Umgebung, Zinkgup

Cat.No.| max. & | UPE Cat.No. | Size KO |Thd.-NP5| Cabel & |UPE/Packed
3302 W 3.2nm | 1000 || 2661 R 38" | 12" | 1/2-14 | 4.0-15.9 100
3303 W 4 8nm | 1000 || 2711 R 172" | 172" | 1v2-14 | 3.2-14.3 100
3304 W 6.4mm | 1000 || 2863 374" | 344" | 374-14 | 7.9-20.6| 500/50
3305 W ?.9nm | 1000 || 2864 1" 1" 1-11 % | 9.5-27.0| 25025
3306 W 9.5mm | 1000
3307 W | 11.1nm | 1000 || 2853 34" | 344" | 374-14 | 7.9-20.6 Zh
3308 W | 12.7nm | 1000 || 2854 1" 1" 1-11 % | 9.5-27.0 25
2855 1 174"|1 1/4"| 1%-11% | 9.5-23.8 10
2856 112" |1 172" 1%-11% | 9.5-25.4 10
2858 2" 2" 2-11 % |18.3-34.9 10
] Telefon (0R151) B ax +49-h1




