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USA / Canada
Line Voltage Heating, Cooling, and Ventilation Controls

For agricultural, commercial, and industrial applications.
Feature hydraulic stainless steel element that resists corrosion.
Voltage Rating 120/240V AC, Temperature setting 30°F to 110°F
(-1,11°C to +43,33°C), 3 1/2°F differential. Pilot duty rated 125 VA
@ 24/600V AC. Sensor hydraulic cap. Catalog No. 2E728: Contact
closes on temperature rise for cooling applications.

Dimensions: 2E728 and 2E206  Height 5 1/2 In, Width 2 In, Depth 2 In
 (Height 139.7 x Width 50.8 x Depth 50.8)mm

Dimensions: 2E207  Height 7 1/3 In, Width 3 1/2 In, Depth 4 In
 (Height 186.3 x Width 88.9 x Depth 101.6)mm

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com

Cat.No. Switch Type Application   Weight/ea VPE/Pack EDP-No.

2E728 SPST Cooling 16/8 Amp. 22/22 Amp. 351 g 8 105666
2E206 SPDT Heating or Cooling 16/8 Amp. 22/22 Amp. 355 g 8 107175
2E207† SPDT/SPDT 2-Stage Heating or Cooling 16/8 Amp. 16/8 Amp. 390 g 8 107176

Contact Rating at 120/240V AC
 Inductive Resistive

LQ
UN1294*

Cat.No. 2E728 and 2E206 Dimensions in inches / mm

* UN1294 Toluene LQ (Hazard Class 3)
† UL Listed only

Cat.No. 2E206
Open View
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