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USA / Canada
Heavy Duty Special Use

Short-Strap Panel-Mount Receptacles

FEATURES
• Hospital Grade and Industrial Receptacles available.

• Heavy gauge, 0.94 mm triple-wipe brass line contacts

 provide excellent long-term plug blade retention.

• High impact and chemical-resistant nylon body & face.

• Wrap-around mounting strap locked into base of device.

• 49.2 mm center-to-center mounting distances are tapped #8-32.

• Tapered lead-in slots on back wiring holes assist in gathering

 stranded wires for faster, more secure connections.

Cat. No. Color Description VPE/Pack EDP-No.

5284B Brown Industrial Grade, NEMA 5-15R, 15A / 125V AC 100 121363

5284V Ivory Industrial Grade, NEMA 5-15R, 15A / 125V AC 50 121364

5734B Brown Industrial Grade, NEMA 5-20R, 20A / 125V AC 50 113191

5684B Brown Industrial Grade, NEMA 6-15R, 15A / 250V AC 5000 121365

5484B* Brown Industrial Grade, NEMA 6-20R, 20A / 250V AC 50 124223

8210MB Brown Hospital Grade, NEMA 5-15R, 15A / 125V AC 50 120433

8210MV Ivory Hospital Grade, NEMA 5-15R, 15A / 125V AC 50 120431

8310MB Brown Hospital Grade, NEMA 5-20R, 20A / 125V AC 50 120434

8310MV Ivory Hospital Grade, NEMA 5-20R, 20A / 125V AC 50 120432
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TESTING & CODE COMPLIANCE

• Listed to UL 498, (fi le no. E2369),

 Hospital Grade Devices to Federal Spec. WC-596G

• Meets all CSA requirements, C22.2 no. 42, (fi le no. LR7087),

 Hospital Grade Devices (fi le no. 6914 (6233-01)).

MATERIAL CHARACTERISTICS

Material: Nylon body and face.

Environmental: Flammability per UL 94 requirements, V2 rated.

Temperature Rating: -40°C to 75°C
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* Not CSA approved.


