B=ll=/2\ Product Information

turn2fix

]

CEE Plugs

according to IEC 60309, EN 60309, VDE 0623

Plug

e splash-proof IP44
® screw terminals
® quick release locking system (turn2fix)

All plugs are also available with nickel-plated contacts “V” (e.g. S31V10)

Voltage 110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC | >50-500V AC
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz | 301-500 Hz
Designation 4h 3p =6h 3p =9h 11h 7h 10h 2h
4p/5p = 9h 4p/5p = 6h
PCP0PP & CPP0C899D
16 3 S31810 S31S20 S31S30 S31S50 S31S80 S31S90
16 4 S41510 S41S20 S41S30 S41340 S41S50 S41S80 S41S90
16 5 S515810 S51520 S51S30 S51S50 S51S80 S51S90
32 3 S32510 S32S20 S32S30 S32S50 S32S80 S32S90
32 4 S42510 S42S520 S42S30 S42540 S42S50 S42S80 S42590
32 5 S52510 S52520 S52S30 S52S50 S52S80 S52S90
Poles 3 4 5 3 4 5
- Ampere 16 32
a 118 124 131 146 146 152
) b 82 88 95 100 100 106
o E[ % c 47 53 61 63 63 70
K 6-15 6-15 8-16 10-20 10-20 12-22
o SwW 38 38 42 50 50 50
Weight
[g/each] 104 127 150 181 200 230

To learn more about B-I-A please visit us at our

WESB site: www.BiaGmbH.com

B-I-A Vertriebs GmbH / Germany
Email: info@biagmbh.com

www.biagmbh.com
www.biaonline.com

Further items on request. Dimensions mm.
Subject to change without notice.

Created 24.11.2008
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plqu power turn2fix

Plug

e splash-proof IP44

® screwless connection technology (plug2power)

CEE Plugs

according to IEC 60309, EN 60309, VDE 0623

® quick release locking system (turn2fix)

All plugs are also available with nickel-plated contacts “V” (e.g. S31VL10)

Voltage 110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC | >50-500V AC
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz | 301-500 Hz
Designation 4h 3p =6h 3p =9h 11h 7h 10h 2h
4p/5p = 9h 4p/5p = 6h
020D @& PP 099D
16 3 S31SL10 S31SL20 S31SL30 S31SL50 S31SL80 | S31SL90
16 4 S41SL10 S41SL20 S41SL30 S41SL50 S41SL80 | S41SL90
16 5 S51SL10 S51SL20 S51SL30 S51SL50 S51SL80 | S51SL90
32 3 S32SL10 S32SL20 S32SL30 S32SL50 S32SL80 | S32SL90
32 4 S42SL10 S42SL20 S42SL30 S42SL50 S42SL80 | S42SL90
32 5 S52SL10 S52SL20 S$52SL30 S52SL50 S52SL80 | S52SL90
Poles 3 4 5 3 4 5
a Ampere 16 32
, b
a 118 124 131 146 146 152
- b 82 88 95 100 100 106
, H q = c 47 53 61 63 63 70
1 K 6-15 6-15 8-16 10-20 10-20 12-22
Sw 38 38 42 50 50 50
Weight
[g/each] 110 135 158 187 208 242

To learn more about B-I-A please visit us at our
WEB site: www.BiaGmbH.com

B-I-A Vertriebs GmbH / Germany

Email: info@biagmbh.com

www.biagm
www.biaonl

bh.com
ine.com

Further items on request. Dimensions mm.
Subject to change without notice.

Created 24.11.2008

L1098
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turn2fix
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CEE Plugs

according to IEC 60309, EN 60309, VDE 0623

Plug

e watertight IP67
® screw terminals
® quick release locking system (turn2fix)

All plugs are also available with nickel-plated contacts “V” (e.g. S31V15)

Voltage 110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC | >50-500V AC
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz | 301-500 Hz
Designation 4h 3p =6h 3p=9h 11h 7h 10h 2h
4p/5p = 9h 4p/5p = 6h
SO 0eP & 0PV 00809P
16 3 S31815 S31S25 S31S835 S31S855 S31S85 S313895
16 4 S41815 S41S25 S41835 S41545 S41855 S41885 S41895
16 5 S51815 S51525 S51835 S51855 S51S85 S51895
32 3 S32515 S32525 S32835 S32855 S32585 S32595
32 4 S42515 S42S525 S42S835 S42545 S42S855 S42585 S42595
32 5 S52515 S52525 S$52S835 S52855 S52585 S52595
Poles 3 4 5 3 4 5
—«ii ° ‘ Ampere 16 32
E— a 118 124 131 146 146 152
o i B 35 71 79 87 93 93 100
— K 6-15 6-15 8-16 10-20 10-20 12-22
r sSw 38 38 42 50 50 50
Weight
[g/each] 122 147 172 210 230 263

To learn more about B-I-A please visit us at our
WEB site: www.BiaGmbH.com

B-I-A Vertriebs GmbH / Germany

Email: info@biagmbh.com

www.biagmbh.com
www.biaonline.com

Created 24.11.2008

L1098

Further items on request. Dimensions mm.
Subject to change without notice.



2=/  Product Information

plqupower turn2fix CEE Plu gs

according to IEC 60309, EN 60309, VDE 0623

'S Plug
e watertight IP67
* e screwless connection technology (plug2power)
; l{ ® quick release locking system (turn2fix)
i All plugs are also available with nickel-plated contacts “V” (e.g. S31VL15)
Voltage 110V AC 230V AC 400V AC 440V AC 500V AC | >50-500V AC | >50-500V AC
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz | 301-500 Hz
Designation 4h 3p = 6h 3p =9h 11h 7h 10h 2h
4p/5p = 9h 4p/5p = 6h
P0P0S® © S008I
16 3 S31SL15 S31SL25 S31SL35 S31SL55 S31SL85 | S31SL95
16 4 S41SL15 S41SL25 S41SL35 S41SL55 S41SL85 | S41SL95
16 5 S51SL15 S51SL25 S51SL35 S51SL55 S51SL85 | S51SL95
32 3 S32SL15 S32SL25 S32SL35 S32SL55 S32SL85 | S32SL95
32 4 S42SL15 S42SL.25 S42SL.35 S42SL.55 S42S1L.85 | S42SL95
32 5 S52SL15 S52SL.25 S52SL35 S52SL55 S52SL85 | S52SL95
Poles 3 4 5 3 4 5
Ampere 16 32
— a 118 124 131 146 146 152
ﬂ(% b 71 79 87 93 93 100
—1r K 6-15 6-15 8-16 10-20 10-20 12-22
SW 38 38 42 50 50 50
Weight
[g/each] 128 155 180 216 238 275

To learn more about B-I-A please visit us at our
WEB site: www.BiaGmbH.com

Created 24.11.2008

L1098

Further items on request. Dimensions mm.
Subject to change without notice.

B-I-A Vertriebs GmbH / Germany
Email: info@biagmbh.com

www.biagmbh.com
www.biaonline.com



2=/  Product Information

Plug

e splash-proof P44

e HighPower version
® nickel-plated contacts with pilot contact
® screw terminals

CEE Plugs

according to IEC 60309, EN 60309, VDE 0623

Voltage 110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC | >50-500V AC
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz | 301-500 Hz
Designation 4h 3p =6h 3p =9h 11h 7h 10h 2h
4p/5p = 9h 4p/5p = 6h
SO0 PP © CPPOSSIPD
63 3 S33S10 S33S20 S33S30 S33S50 S33S80 S33S90
63 4 S43S10 S43S20 S43S30 S43S40 S43S50 S43S80 S43S90
63 5 S53S10 S53S20 S53830 S53S50 S53S80 S53S90
Poles 3 4 5
Ampere 63
] a 257 257 257
b 190 190 190
=
) c 102 102 102
! K 14,5-36 14,5-36 14,5-36
Weight
[g/each] 500 549 603

To learn more about B-I-A please visit us at our
WEB site: www.BiaGmbH.com

B-I-A Vertriebs GmbH / Germany
Email: info@biagmbh.com

www.biagmbh.com
www.biaonline.com

Further items on request. Dimensions mm.

Subject to change without notice.

Created 24.11.2008

L1098
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CEE Plugs

according to IEC 60309, EN 60309, VDE 0623

' Plug
e watertight IP67
.H e HighPower version
® nickel-plated contacts with pilot contact
® screw terminals
Voltage 110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC | >50-500V AC
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz | 301-500 Hz
Designation 4h 3p =6h 3p=9h 11h 7h 10h 2h
4p/5p = 9h 4p/5p = 6h
SO 0eP & 0PV 00809P
63 3 S33515 S33525 S33S35 S335855 S33S85 S33595
63 4 S43515 S43S525 S43S835 S43545 S43855 S43S85 S43595
63 5 S53515 S53525 S53835 S53555 S53585 S53595
Poles 3 4 5
a Ampere 63
a 257 257 257
° X b 114 114 114
] K 14,5-36 14,5-36 14,5-36
Weight
[g/each] 547 596 650

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com

B-I-A Vertriebs GmbH / Germany

Email: info@biagmbh.com

www.biagmbh.com
www.biaonline.com

Further items on request. Dimensions mm.
Subject to change without notice.

Created 24.11.2008

L1098



2=/  Product Information

CEE Plugs

according to IEC 60309, EN 60309, VDE 0623

Plug

e watertight IP67

e HighPower version

® nickel-plated contacts with pilot contact
® screw terminals

Voltage 110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC | >50-500V AC
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz | 301-500 Hz
Designation 4h 3p =6h 3p=9h 11h 7h 10h 2h
4p/5p = 9h 4p/5p = 6h
PCP0eP® & ©PP00899D
125 3 S34515 S34S25 S34S35 S34S55 S34S85 S34595
125 4 S44515 S44S25 S44S35 S44545 S44555 S44385 S44595
125 5 S54515 S54S525 S$54S35 S54855 S54S585 S54595
Poles 3 4 5
2 Ampere 125
J a 270 270 270
“ < b 131 131 131
K 22,5-50 22,5-50 22,5-50
Weight
[g/each] 1318 1433 1545

To learn more about B-I-A please visit us at our
WEB site: www.BiaGmbH.com

B-I-A Vertriebs GmbH / Germany www.biagmbh.com Further items on request. Dimensions mm. Created 24.11.2008
Email: info@biagmbh.com www.biaonline.com Subject to change without notice. L1 098



2=]=/2\  Product Information
CEE Angle Plugs

according to IEC 60309, EN 60309, VDE 0623

Angle Plug

e splash-proof P44
e short entry sleeve at the side
® screw terminals

All plugs are also available with nickel-plated contacts “V” (e.g. S51V32)

Voltage 110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC | >50-500V AC
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz | 301-500 Hz
Designation 4h 3p =6h 3p=9h 11h 7h 10h 2h

4p/5p = 9h 4p/5p = 6h

s PG POP 0P € SPPOOLPPP

16 3
16 4
16 5 S51S32
a Poles 5
| b
I_ Ampere 16
a 101
$) b 65
L] ip c 98
Weight
— [g/each] 180

To learn more about B-I-A please visit us at our
WEB site: www.BiaGmbH.com

B-I-A Vertriebs GmbH / Germany www.biagmbh.com Further items on request. Dimensions mm. Created 24.11.2008
Email: info@biagmbh.com www.biaonline.com Subject to change without notice. L1 098
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plqu power turn2fix

CEE Angle Plugs

according to IEC 60309, EN 60309, VDE 0623

Angle Plug

e splash-proof IP44
® screwless connection technology (plug2power)
® quick release locking system (turn2fix)

All plugs are also available with nickel-plated contacts “V” (e.g. S31VL12)

Voltage 110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC | >50-500V AC
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz | 301-500 Hz
Designation 4h 3p =6h 3p=9h 11h 7h 10h 2h
4p/5p = 9h 4p/5p = 6h
PO 0PP & CPP0CS0DD
16 3 S31SL12 | S31SL22 S31SL32 S31SL52 | S31SL82 | S31SL92
16 4 S41SL12 S41SL22 S41SL32 S41SL52 S41SL82 | S41SL92
16 5
a Poles 3 4
b
Ampere 16
a 96 98
o b 59 62
c 47 53
4 d 82 87
K 6-15 6-15
sSw 38 38
Weight
[g/each] 110 130

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com

Created 24.11.2008

L1098

Further items on request. Dimensions mm.
Subject to change without notice.

www.biagmbh.com
www.biaonline.com

B-I-A Vertriebs GmbH / Germany
Email: info@biagmbh.com



B=l=/A Product Information
plug D power turnQfix CEE Angle Plugs

P according to IEC 60309, EN 60309, VDE 0623
L_' S

Angle Plug

e watertight IP67
® screwless connection technology (plug2power)
® quick release locking system (turn2fix)

All plugs are also available with nickel-plated contacts “V” (e.g. S31VL17)

Voltage 110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC | >50-500V AC
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz | 301-500 Hz
Designation 4h 3p =6h 3p=9h 11h 7h 10h 2h

4p/5p = 9h 4p/5p = 6h

e rie DO PO OPP @ SPP09S PP

16 3 S31SL17 S31SL27 S31SL37 S31SL57 S31SL87 | S31SL97
16 4 S41SL17 S41SL27 S41SL37 S41SL57 S41SL87 | S41SL97
16 5
a Poles 3 4
Ampere 16
[ a 9% 98
° b 71 79
c 82 87
H
K 6-15 6-15
SwW 38 38
Weight
[g/each] 126 152

To learn more about B-I-A please visit us at our
WEB site: www.BiaGmbH.com

B-I-A Vertriebs GmbH / Germany www.biagmbh.com Further items on request. Dimensions mm. Cie_at’idaé-gos

Email: info@biagmbh.com www.biaonline.com Subject to change without notice.



