
Semiconductor Fuses FWH
Ferrule Style, 6 x 32 mm
500V, 0.25-30Amps ®

Rated Clearing Watts Loss Carton
current Pre-arc at 500V @ Rated   Part Carton Weight

Size RMS-Amps I2t I2t Current (w) Number Qty. (Kg) BIF Document 

0.25 0.01 0.05 2.7 FWH-.250A6F 10 0.03 E5788256
0.5 0.05 0.25 1.2 FWH-.500A6F 10 0.03 (35785256)

1 0.4 2 1.7 FWH-001A6F 10 0.03
2 1.3 3.5 3.2 FWH-002A6F 10 0.03

3.15 3.1 7.7 2.9 FWH-3.15A6F 10 0.03
5 15 40 2.1 FWH-005A6F 10 0.03

6 x 32 mm 6.3 36 90 2.3 FWH-6.30A6F 10 0.03
(1/4” x 1 1/4”) 7 50 125 2.5 FWH-007A6F 10 0.03

10 FWH-010A6F 10 0.03
12.5 20 3.53 FWH-12.5A6F 10 0.03 50955

15 44 146 3.08 FWH-015A6F 10 0.03
16 48 177 4.48 FWH-016A6F 10 0.03
20 75 259 4.26 FWH-020A6F 10 0.03
25 FWH-025A6F 10 0.03
30 FWH-030A6F 10 0.03

• 0.25A-7A 300% minimum opening current at rated voltage.
10A-30A 300% minimum opening current at rated voltage.  

• Interrupting rating;
.25A-20A 50kA
25A-30A 20kA

Blow Times Current Ratings                       200%                     300%

.25A -7A < 2 min. ≤ 10 sec.

10A-30A < 2 min. ≤ 10 sec.

Electrical Characteristics Ordering Information Performance Curves

Dimensions

32 mm
(1.25")

6 mm
(0.25")

3mm
(0.125")

B-I-A Vertriebs GmbH
Lagerstr. 1
D-64331 Weiterstadt

Telefon (06151) 8786-0
Fax +49-6151-8786-22
 -Polling (06151) 8786-42

Internet Homepage:
http://www.BiaGmbH.com
Email: info@BiaGmbH.com

Weitere Typen auf Anfrage. 
Änderungen vorbehalten.  
Abmessungen in mm. 

Further items on request. 
Dimensions mm. Subject 
to change without notice.
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Semiconductor Fuse
0.250-7A, 500 Volts

BIF Document

35785256
Size 6≈32
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Weitere Typen auf Anfrage. 
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Semiconductor Fuse
10-30A, 500 Volts

BIF Document

50955
Size 6≈32
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Ferrule

FWH 500V 1-30A ®

Dimensions
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Electrical Characteristics Ordering Information Dimensions Curves

Rated I2t (A2S) Carton See Page
Current Clearing  Watts Part Carton Weight Figure or

Size RMS-Amps Pre-arc at 500V Loss Number Qty. (kg) Number (BIF #)
1 — — — FWH-1A14F
2 — — — FWH-2A14F
3 — — 2.3 FWH-3A14F
4 — — — FWH-4A14F
5 1.6 6.4 1.5 FWH-5A14F

14 ≈ 51mm 6 1.6 6.4 1.5 FWH-6A14F page 93
(·Ω¡§∑) 10 3.6 13 4 FWH-10A14F

10 0.250 Fig. 1
(35785298)

12 — — — FWH-12A14F
15 10 40 5.5 FWH-15A14F
20 26 96 6 FWH-20A14F
25 49 191 7 FWH-25A14F
30 58 232 9 FWH-30A14F

n Interrupting rating 200kA RMS Symmetrical. 1 kg = 2.2 lbs.    1 lb = 0.45 kg

n Watts loss provided at rated current.
n 500 Vdc U.L. Recognition on 5 through 30 amperes only. Consult us for additional ratings.
n See accessories on page 90.

Fig. 1: 1-30 Amp Range

Dimension in mm.
1mm = 0.0394∑     1∑ = 25.4mm

Total Clearing I2t

The total clearing I2t at rated voltage and
at power factor of 15% are given in the
electrical characteristics. For other volt-
ages, the clearing I2t is found by multi-
plying by correction factor, K, given as 
a function of applied working voltage,
Eg, (RMS).

Arc Voltage

This curve gives the peak arc voltage,
UL, which may appear across the fuse
during its operation as a function of the
applied working voltage, Eg, (RMS) at a
power factor of 15%.

Power Losses

Watts loss at rated current is given in
the electrical characteristics. The curve
allows the calculation of the power
losses at load currents lower than the
rated current. The correction factor, Kp ,
is given as a function of the RMS load
current, Ib , in % of the rated current .

Electrical Characteristics

B-I-A Vertriebs GmbH
Lagerstr. 1
D-64331 Weiterstadt

Telefon (06151) 8786-0
Fax +49-6151-8786-22
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Internet Homepage:
http://www.BiaGmbH.com
Email: info@BiaGmbH.com

Weitere Typen auf Anfrage. 
Änderungen vorbehalten.  
Abmessungen in mm. 

Further items on request. 
Dimensions mm. Subject 
to change without notice.
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Semiconductor Fuse
1-30A, 500 Volts

BIF Document

35785298
Size 14≈51
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Semiconductor Fuse
1-30A, 500 Volts

BIF Document

35781741
Size 14≈51

Peak Let-Through Cut-Off Current Characteristic Curves

FWH 1A14F-30A14F
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FWH 500V 35-1600A
Electrical Characteristics Ordering Information Dimensions Curves

Rated I2t (A2 Sec) Carton See Page
Current Clearing  Watts Part Carton Weight Figure or

Type RMS-Amps Pre-arc at 500V Loss Number Qty. (lbs) Number (BIF #)

35 34 150 8 FWH-35B___________________________________________________________________________
40 76 320 7.5 FWH-40B___________________________________________________________________________
45 105 450 7.5 FWH-45B 5 0.71___________________________________________________________________________
50 135 670 7.5 FWH-50B___________________________________________________________________________
60 210 900 9.9 FWH-60B_________________________________________________________________________________________________
70 210 900 10.6 FWH-70B

page 23___________________________________________________________________________
80 305 1400 12.7 FWH-80B (35785304)___________________________________________________________________________
90 360 1600 15 FWH-90B

0.21
___________________________________________________________________________

100 475 2000 17 FWH-100B___________________________________________________________________________ ___________
125 800 3500 25 FWH-125B___________________________________________________________________________
150 1100 4600 30 FWH-150B___________________________________________________________________________
175 1450 6200 35 FWH-175B

0.33
___________________________________________________________________________

200 1900 8500 40 FWH-200B Fig. 1___________________________________________________________________________ ___________ ____________
FWH 225 4600 23300 39 FWH-225A___________________________________________________________________________
500V 250 6300 32200 41 FWH-250A___________________________________________________________________________

275 7900 40300 46 FWH-275A___________________________________________________________________________
300 9800 49800 51 FWH-300A 0.57___________________________________________________________________________
325 13700 63800 53 FWH-325A

1
___________________________________________________________________________

350 14500 72900 58 FWH-350A page 23___________________________________________________________________________
400 19200 96700 65 FWH-400A (360)___________________________________________________________________________ ___________
450 24700 127000 74 FWH-450A___________________________________________________________________________
500 29200 149000 84 FWH-500A 1.00___________________________________________________________________________
600 41300 206000 108 FWH-600A___________________________________________________________________________ ___________
700 55000 298000 120 FWH-700A___________________________________________________________________________
800 76200 409000 129 FWH-800A

2.14
___________________________________________________________________________ ___________ ____________

1000 92000 450000 145 FWH-1000A___________________________________________________________________________
1200 122000 600000 180 FWH-1200A

4.62
page 23___________________________________________________________________________ ______________________

1400 200000 1000000 210 FWH-1400A
Fig. 2

(35785304)___________________________________________________________________________
1600 290000 1400000 230 FWH-1600A

11.66

n Interrupting rating 200kA RMS Symmetrical. 1 kg = 2.2 lbs    1 lb = 0.45 kg
n Watts loss provided at rated current.
n 500 Vdc rating applies to 35 through 800 amperes only.
n See accessories on page 20.
†U.L. Recognition on 35 through 1200 amperes only.

®

†

B-I-A Vertriebs GmbH
Lagerstr. 1
D-64331 Weiterstadt

Telefon (06151) 8786-0
Fax +49-6151-8786-22
 -Polling (06151) 8786-42

Internet Homepage:
http://www.BiaGmbH.com
Email: info@BiaGmbH.com

Weitere Typen auf Anfrage. 
Änderungen vorbehalten.  
Abmessungen in mm. 

Further items on request. 
Dimensions mm. Subject 
to change without notice.
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®FWH 500V 35-1600A

Order # Fig. A B C D E F G H J

FWH-35B-60B 1 3.188 0.813 1.593 2.541 2.193 0.344 0.719 0.125 0.518

FWH-70B-100B 1 3.625 0.947 1.736 2.853 2.807 0.352 0.750 0.125 0.375

FWH-125B-200B 1 3.625 1.156 1.836 2.892 2.768 0.344 1.000 0.188 0.406

FWH-225A-400A 1 4.340 1.500 2.090 3.440 2.750 0.410 1.000 0.250 0.750

FWH-450A-600A 1 4.340 2.000 2.090 3.530 2.780 0.410 1.500 0.250 0.780

FWH-700A-800A 1 6.340 2.500 2.090 4.970 3.440 0.530 2.000 0.380 1.300

FWH-1000A-1200A 1 6.969 3.000 3.219 5.465 4.475 0.625 2.375 0.438 1.120

FWH-1400A-1600A 2 See Drawing
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Fig. 1: 35-1200 Amp Range Fig. 2: 1400-1600 Amp Range

Dimension in inches.
1mm = 0.0394∑     1∑ = 25.4mm

1) 35-800 Amp Range
2) 1000-1600 Amp Range

1) 35-200 & 1000-1600 Amp Range
2) 225-800 Amp Range

Total Clearing I2t

The total clearing I2t at rated voltage and
at power factor of 15% are given in the
electrical characteristics. For other volt-
ages, the clearing I2t is found by multi-
plying by correction factor, K, given as 
a function of applied working voltage,
Eg, (RMS).

Arc Voltage

This curve gives the peak arc voltage,
UL, which may appear across the fuse
during its operation as a function of the
applied working voltage, Eg, (RMS) at a
power factor of 15%.

Power Losses

Watts loss at rated current is given in
the electrical characteristics. The curve
allows the calculation of the power
losses at load currents lower than the
rated current. The correction factor, Kp ,
is given as a function of the RMS load
current, Ib , in % of the rated current .

Electrical Characteristics

B-I-A Vertriebs GmbH
Lagerstr. 1
D-64331 Weiterstadt
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Semiconductor Fuse
35-200A
1000-1600A 500 Volts

BIF Document

35785304
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BIF Document

35785236
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Semiconductor Fuse
35-200A
1000-1600A  500 Volts
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Semiconductor Fuse
225-800A, 500 Volts

BIF Document
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Semiconductor Fuse
225-800A, 500 Volts

BIF Document

351
Size

FWH-800A
FWH-600A
FWH-500A
FWH-400A
FWH-300A
FWH-250A

102

105

104

103

103 104 105

102

Prospective Short-Circuit Current Symmetrical RMS

P
ea

k 
Le

t-
Th

ro
ug

h 
C

ur
re

nt

A

B

Peak Let-Through Cut-Off Current Characteristic Curves

FWH 225A-800A

Approved: JS

Rev. Date: SEPT-94

Page 2 of 2

Pub. Date: NOV-94

B-I-A Vertriebs GmbH
Lagerstr. 1
D-64331 Weiterstadt

Telefon (06151) 8786-0
Fax +49-6151-8786-22
 -Polling (06151) 8786-42

Internet Homepage:
http://www.BiaGmbH.com
Email: info@BiaGmbH.com

Weitere Typen auf Anfrage. 
Änderungen vorbehalten.  
Abmessungen in mm. 

Further items on request. 
Dimensions mm. Subject 
to change without notice.

04.02.1999

BIF00351

9473 12
Semiconductor Fuses FWH Series, 500 Volts
USA/Canada - Halbleiter-Sicherungen Serie FWH, 500 Volt


