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Product Information

L1002

02E-R016 01

R-16
LAMPHOLDERS

I N D U S T R I A L
C O M M E R C I A L
R E S I D E N T I A L

TESTING & CODE
COMPLIANCE
• UL Listed, (file no.
15055). Meet all UL
496 & 498 require-
ments, CSA certified,
(file no. 1739 (6231-
04)), for 700: (file no.
2054 (6224-01)).
Meet CSA require-
ments, C22.2 no. 42
& 43
• NOM Certified 

MATERIAL
CHARACTERISTICS
Temperature Rating:
-40°C to 65°C

Lampholder Adapters

Polarized Medium Base Socket Adapters

Rating
W V Socket to Switch Color Catalog No.

660 125 One Socket Pull Chain Brown 718B
& Two Outlets Ivory 718V

660 125 One Socket Keyless Brown 715B
& Two Outlets Ivory 715V

660 125 Two Sockets Keyless Brown 700B
Ivory 700V

660 125 Outlet Keyless Brown 758B†

Ivory 758V †

660 125 Outlet Keyless Brown 808††

Polarized Medium Base Socket Adapters –2P2W

FEATURES
■ Outlets on adapters are 2-wire polarized. ■ Pull chain for 718 controls lampholder.

Side outlets are always on.

Rating
W V Socket to Switch Color Catalog No.

660 125 Socket Keyless Brown 738B
Ivory 738V
White 738W

Polarized Medium Base Outlet Adapters – 2P2W

Rating
W V Socket to Switch Color Catalog No.

660 250 Medium Base Keyless Brown 362*†

to Mogul

Polarized Medium Base Adapters – 2P2W

*Not UL Listed
†Not CSA

††Not NOM
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