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STRAIGHT BLADE 
PLUGS AND
CONNECTORS

I N D U S T R I A L
C O M M E R C I A L
R E S I D E N T I A L

TESTING & CODE
COMPLIANCE
• Listed to UL 498,
Plugs:
(file no. E15012),
Receptacles:
(file no. 15058).
• CSA Certified to
C22.2 no. 42,
Plugs: (file no.
LR2081 (6221-02)).
Receptacles:
(file no. E15058).
• NOM Certified,
except as noted.

MATERIAL
CHARACTERISTICS
Plugs: PVC 
except 83: Phenolic.
Receptacles:
Urea and 
polypropylene.
Meet flammability
requirements per UL
94, plugs VO rated.
Temperature Rating:
Plugs:
-20°C to 60°C.
Receptacles:
-20°C to 75°C.

Commercial
Specification Grade
Power Plugs

Commercial Grade Power Plugs

2 Pole, 3 Wire Grounding 
NEMA TT-30, 30A 125V
NEMA 5-30, 30A 125V
NEMA 6-30, 30A 250V
NEMA 5-50, 50A 125V
NEMA 6-50, 50A 250V

FEATURES
■ Dual current models are furnished with blades 

for 30 and 50 amp applications
■ Terminals have pressure plates to protect 

wires.

■ Models 41 and 42 made from abuse 
resistant thermoplastic.

Standard Grade Power Plugs and Receptacles

Rating Cord Matching
A V/AC NEMA Description Diameter Color Plug    Receptacle

30 125 TT-30 Angle Travel  0.635" max. Black 83 1263*
Trailer Phenolic (16.13mm)

30/50 125 5-30/5-50 Angle Vinyl 1.10" max. Black 41 1231
(27.94mm) 1233

1251
1253

30/50 250 6-30/6-50 Angle Vinyl 1.10" max. Black 42 1232
(27.94mm) 1234

4234*
1252
1254*
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*Not NOM


