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101651 o:

FEATURES

brass ground.

MATERIAL CHARACTERISTICS

e High impact and chemical-resistant nylon face.

e 0.035” (0.889mm) galvanized steel, wraparound yoke
mounting strap for superior assembly security.

Special Short Strap Receptacle

e Sturdy, compact design meets the demands of commercial
specification grade performance, special conditioned.

e Excellent plug blade retention provided by triple-wipe 0.032”
(0.81mm) triple-wipe brass line contacts and 0.050” (1.27mm)

e Meets flammability requirements per UL 94, V2 rated.

817-2B

e Temperature Rating: -20°C to +60°C.
Catalog Face | Product Description Standard| EDP
Number | Color | Ratings Pack | Number
817-2B | Brown | Side Wired, Single, 125V AC, 15A, NEMA 5-15R 150 ea | 101651

2 Pole 3 Wire Grounded 6/32 Thread
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To learn more about B-I-A please visit us at our
WEB site: www.BiaGmbH.com

Created 04.09.2006

L1002

B-I-A Vertriebs GmbH / Germany
Email: info@BiaGmbH.com

www.BiaGmbH.com
www.BiaOnline.com

Further items on request. Dimensions mm.
Subject to change without notice.


http://www.biagmbh.com
http://www.biagmbh.com/cgi-local/biastock/search.cgi?StockCheck=101651&edp=101651

