2a=/t\  Product Information

Germany - Rewirable Portable Connectors, 1679 xxx Series

Mains Line Cord Connectors, without
Shutter, 2P + E (SCHUKO), Rewirable

Specifications:

® Ratings: 16 Amp, 250 Volt AC
2 Pole 3 Wire Grounding (2P +E)

® Compliant with Standards:
DIN VDE 0620-1 (VDE 0620-1):2005-04,
DIN 49 440, DIN 49 441

® /ngress Protection:
® Type of Terminals:
® Contact Material:
® Carrying Parts:

® Cover/Enclosure:

IP20

Screw Type

Brass (61%)
Thermoplastic PA 6.0
Thermoplastic PVC

1679000

® Colors: Grey, White, Yellow, Black
Catalog No. Color RAL Description Weight/ea VPE/Pack EDP No.
1679060 Grey 7035 Rewirable Cord Connector, 16A, 250V AC, 2P +E 91 g (net)  100/10 126111
1679080 White 9010 Rewirable Cord Connector, 16A, 250V AC, 2P +E 91 g (net) 100/10 126113
1679050 Yellow 1016 Rewirable Cord Connector, 16A, 250V AC, 2P+E 91 g (net)  100/10 126114
1679000 Black 9005 Rewirable Cord Connector, 16A, 250V AC, 2P +E 91 g (net)  100/10 126115
Technical Data:
Product series: 1679 xxx Produktreihe: 1679 xxx
Product description: SCHUKO-Connector, 2 pole 3 wire Produktbeschreibung: SCHUKO-Kupplung, 2 polig
grounding (2P +E), 16A 250V AC, + Erde (2P+E), 16A 250V AC,
according DIN 49440/441, PVC nach DIN 49440/441, PVC
Type of material: Thermoplastic Werkstoff: Kunststoff
Material specification: PVC Werkstoffgiite: PVC
Halogen free: no Halogenfrei: nein
.For heavy usage Ftir erschwerte Bedingungen
(according VDE)“: no (nach VDE)“: nein
Ingress protection (IP): 1P20 Schutzart (IP): IP20
Plug-in direction: Straight (180°) Steckrichtung: gerade (180°)
Type of connection: Screw terminals Anschlusstechnik: Schraubklemme
Suitable for grounding pin: yes Geeignet fiir Schutzkontaktstift: ja
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Recommended
Cable @ 7 mm max.
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Technical data and dimensions are subject to change without notice. Dimensions in mm.
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Further items on request. Dimensions mm.
Subject to change without notice.

www.BiaGmbH.com
www.BiaOnline.com

B-I-A Vertriebs GmbH / Germany
Email: info@BiaGmbH.com



