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NEMA Plugs and Connectors

Non stock products are procurement goods, can only be ordered in standard packaging quantities and have a minimum order value. The actual product may 
differ from the illustration shown. The information provided here is subject to change without notice. The product shown is for the use in the specified country.

www.biaonline.com
join the electric world

Installation may only be carried
by people (qualified electricians)
with relevant electrical engineering
knowledge and experiences!

Must not be 
disposed with 
household waste!

The Extra Hard Use series of NEMA plugs and cord connectors 
are built to offer fast installlation times, with quick thread 
assembly whilst offering high durability.

General Product InformationProduct Images

ARMOR SERIES

Provides Impact and Chemical Resistance

Metal Armored Shell and Cord Clamp

Protects against Chipping and Cracking

Rugged Nylon Body

Tri-drive assembly screws are standard

External dust seal

Heavy Duty Durable Construction

Great for many Heavy Duty Applications

15 Amp and 20 Amp NEMA Configurations

125 Volt AC and 250 Volt AC Ratings

2-Poles 3-Wires Grounding (L+N+PE)

Length: Plug 1.78" (45.2 mm), Connector 2.75" (69.9 mm)

Diameter: Plug and Connector 1.5" (38.1 mm)

c(UL)us Listed, NEMA Rated
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Listing Mark and Compliance

Catalog Nr.

PS515PA

PS515CA

PS520PA

PS520CA

PS615PA

PS615CA

PS620PA

PS620CA

Amps.

15A

15A

20A

20A

15A

15A

20A

20A

Configuration

NEMA 5-15P

NEMA 5-15R

NEMA 5-20P

NEMA 5-20R

NEMA 6-15P

NEMA 6-15R

NEMA 6-20P

NEMA 6-20R

Voltage

125V AC

125V AC

125V AC

125V AC

250V AC

250V AC

250V AC

250V AC

PS520PA PS520CA

PS620PA PS620CA

PS615CA

The rugged easy to grip housing and high strength contacts 
combine to give a premium selection of plugs and sockets.

Its rugged white nylon construction provides impact and 
chemical resistance.

All 3-wire screw terminals are located on the same plane, 
allowing for quick wire termination from any angle.

NEMA Configurations

C US

INSTALLATION INSTRUCTIONS
Cord range: 18/3 SV to 12/3 SJ-SH, 0.250" to 0.585" diameter (6.4 to 14.9)mm

WARNING: IMPROPER WIRING OF ANY ELECTRICAL DEVICE CAN CAUSE SERIOUS INJURY 
OR DEATH. THESE WIRING DEVICES SHOULD BE INSTALLED ONLY BY AN ELECTRICIAN OR 
OTHER QUALIFIED PERSON. MUST BE INSTALLED AND USED IN ACCORDANCE WITH 
ELECTRICAL CODES.

IMPORTANT: Turn circuit breaker OFF or remove fuse(s) and test that power is off.

NOTICE: Use this device with copper or copperclad wire only.

PRODUCT LISTING

Thread wire through bushing in cord clamp. If wire is too large for bushing, remove and 
discard.

Loosen cord clamp screws and remove front section.

ASSEMBLY: Slide cover up cord and over wire body. Tighten assembly screws, securely 
attaching body to cover. Tighten cord clamp screws securely.

WIRE PREPARATION: Remove jacket on 7/8" (22.2 mm). Strip each wire 5/16" (7.9 mm) 
and twist strands. DO NOT TIN CONDUCTORS.

WIRE TERMINATION: Insert green (grounding) wire under green, black (hot) wire under 
brass, white (neutral) wire under silver screw clamps and tighten securely. No loose 
strands.
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These devices are NEMA rated and designed 
to be installed on the end of a electrical cord.
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