Electrical - Power Fuses

03BM-013

Fusetron® Dual-Element, Time-Delay, Class RK5 Fuses

19

FRS-R (600V)

Dual-Element, Time-Delay — 10 seconds (minimum) at
500% rated current

Ampere Ratings: 1/,,-600A.

Voltage Rating: 600Vac (or less), 300Vdc

Current Limiting RK5 Fuse

Interrupting Rating: 200,000A RMS Sym.
(20,000A @ 300Vdc)

Agency Information: Std. 248-12, Class RK5

UL Listed, Guide JDDZ, File E4273

CSA Certified, Class 1422-02, File 53787

Dimensions: See pages 2-3 for Class RK5 dimensional data.

Catalog Numbers (600Vac/ 300Vdc)

Fuse Reducers For Class R Fuses

Desired Catalog Number
Equipment Fuse (Case) (Pairs)
Fuse Clips Size 600V
60A 30A No. 663-R
30A No. 216-R
100A
60A No. 616-R
60A No. 626-R
200A
100A No. 2621-R
100A No. 2641-R
400A
200A No. 642-R
100A No. 2661-R
600A 200A No. 2662-R
400A No. 2664-R*

*Single reducer only (pair not required).

FRS-R-Yio FRS-R-2 FRS-R-10 FRS-R-110

FRS-R-% FRS-R-2%, FRS-R-12 FRS-R-125 Time-Current and Current Limitation Curves located on
FRS-R-"%00 FRS-R-2% FRS-R-15 FRS-R-150 page 224.

FRS-R-%o FRS-R-2%, FRS-R-17%, FRS-R-175

FRS-R-Y FRS-R-3 FRS-R-20 FRS-R-200

FRS-R-%o FRS-R-3% FRS-R-25 FRS-R-225

FRS-R-%0 FRS-R-31 FRS-R-30 FRS-R-250 Recommended fuseblocks for
FRS-R-1% FRS-R-4 FRS-R-35 FRS-R-275 H Class R 600V fuses

FRS-R-%40 FRS-R-4% FRS-R-40 FRS-R-300 N See pages 50-52

FRS-R-%, FRS-R-5 FRS-R-45 FRS-R-325

FRS-R-1 FRS-R-5% FRS-R-50 FRS-R-350

FRS-R-1% FRS-R-6 FRS-R-60 FRS-R-400 , , , —
SR FAsPo P70 Feomdmo | 05hgR st conmee nth e on o Voo Drce
FRS-R-1% FRS-R-7 FRS-R-75 FRS-R-500

FRS-R-11% FRS-R-7% FRS-R-80 FRS-R-600

FRS-R-1% FRS-R-8 FRS-R-90

FRS-R-1%, FRS-R-9 FRS-R-100

Carton Quantity and Weight

Ampere Carton Weight”

Ratings Qty. Lbs. Kg.
0-15 10 0.40 0.181
17.5-30 10 0.50 0.227
35-60 10 3.10 1.406
65-100 1 0.54 0.245
101-200 1 1.22 0.544
201-400 1 3.00 1.359
401-600 1 5.00 2.268

*Weight per carton.
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Weitere Typen auf Anfrage.  Further items on request.
Anderungen vorbehalten.  Dimensions mm. Subject L 1 7 18

Abmessungen in mm. to change without notice.



