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Product Information

L1911

830_835E 01

830/ 835 Flashing Beacon 

High flash power, Suitable for indoor and outdoor use

TECHNICAL SPECIFICATIONS
Dimensions 
(Diameter x Height):

108 mm x 133 mm

Dome: Polycarbonate, transparent
Fixing : 830: Base mounting,

835: Bracket mounting (included in assembly)
Housing : ABS, high impact, grey
Connection: Screwable connection with wire protection, 2.5 mm²
Current
consumption:

350 mA at 12 V =
250 mA at 24 V =
500 mA at 24 V ~
65 mA at 115 V ~
140 mA at 230 V ~

Flash frequency: ca. 1 Hz
Cable entry: Rubber squeeze grommet 5 - 7 mm Ø
Life duration: 4 x 106 flashes

ORDER SPECIFICATIONS
12V= 24V=~ 115V~ 230V~

Base mounting
red 83015254 83015255 83015267 83015268
green 83025254 83025255 83025268
yellow 83035254 83035255 83035267 83035268
green/clear 83075254 83075255 83075268

Bracket mounting
red 83515254 83515255 83515268
green 83525254 83525255 83525268
yellow 83535254 83535255 83535268
green/clear 83575255 83575268

SPECIAL PARTS
97583000 Wire guard for base und bracket mounting

97583501 Bracket for wall mounting for 830


